
 
 

AGENDA 
City of Beaufort 

DESIGN REVIEW BOARD MEETING 
Thursday, October 14, 2021, 2:00 PM 

 City Hall, Council Chambers, 2nd Floor – 1911 Boundary Street, Beaufort SC 
 
Please click the link below to join the webinar: 
https://us02web.zoom.us/j/83939587559?pwd=dUVrdm85WUNEYU5WUW8xL0NaVFFRdz09 
Password:  040007              Meeting ID:  839 3958 7559                  Call in Phone #:  1+929 205 6099   
 
STATEMENT OF MEDIA NOTIFICATION: 
"In accordance with South Carolina Code of Laws, 1976, Section 30-4-80(d), as amended, all local 
media were duly notified of the time, date, place and agenda of this meeting." 
 
Note:  A project will not be reviewed if the applicant or a representative is not present at the meeting.  

 
I. Call to Order 
   
II. Review of Minutes: 
 

A. Minutes of September 9, 2021 Meeting 
 

III. Applications:  
 

A. Extra Space Storage, PIN R100 026 00 162A and 010B 0000, 1 Parris Island Gateway 
Applicant:  Jefferson Bennett Development Group, LLC (21-06 DRB.2) 
 
The applicant is requesting final approval of alterations/additions to the existing 
 structure at 1 Parris Island gateway to include 70,485 sf of storage space. 
 

B. Enmarket Ribaut, PIN R120 007 000 0022 and 22D 0000, 1200 Ribaut Road 
Applicant: Ryan Lyle, Andrews Engineering, Inc. (21-10 DRB.2)  

 
The applicant is requesting final approval for demolition of an existing, vacant gas station 
and new construction of a Convenience Store, Car wash, and Fuel Canopy. 

   
C. Watercrest Multi-Family Development PIN R120 028 000 0137 0000, 211 Broad River Boulevard 

Applicant:  Ryan Lyle, Andrews Engineering, Inc. (21-10 DRB.2)  
 

The applicant is requesting conceptual approval of new construction of a multi-family 
development. 

 
IV. Discussion 

 
V. Adjournment 

https://us02web.zoom.us/j/83939587559?pwd=dUVrdm85WUNEYU5WUW8xL0NaVFFRdz09


 

 

 Design Review Board 
 Meeting Minutes – September 9, 2021 

1 CALL TO ORDER        0:04 
A regular meeting of the Design Review Board was held in-person on Thursday, September 9, 2021 at 
2:00 pm. 

2 ATTENDEES 
Members in attendance:  Benjie Morillo (Chair), Kimberly McFann (Vice-Chair) and Witt Cox. 

Staff in attendance:  James Meadors (Meadors Architecture), Meredith Jacobs (Meadors 
Architecture), Heather Spade (City of Beaufort Planner of Community and Economic Development) 
and David Prichard (City of Beaufort Director of Community and Economic Development). 

3 APPROVAL OF MINUTES       1:09 
Motion:  Ms. McFann motion to approve the August 12, 2021 minutes; seconded by Mr. Cox. The 
motion passed unanimously. 
 
All Design Review Board Meeting minutes are recorded and can be found on the City’s website at 
http://www.cityofbeaufort.org/AgendaCenter. Audio recordings are available upon request by contacting the City Clerk, 
Traci Guldner at 843-525-7024 or by email at tguldner@cityofbeaufort.org 

4 APPLICATIONS         1:18:35 
A. Holy Trinity Classical Christian School, PIN R120 003 000 0420 0000, 302 Burroughs Avenue 

Applicant: Ryan C. Lyle, Andrews Engineering, Inc. (21-09 DRB.2) 
 

The applicant is requesting preliminary approval of master plan for the Holy Trinity Campus 
and Phase 1 New Construction. 

Motion:  Ms. McFann a motion recommend deferral of the project subject to all staff 
conditions except for condition #13 as referenced as guidance to the applicant; seconded Mr. 
Witt. The motion passed unanimously. 

 

http://www.cityofbeaufort.org/AgendaCenter
mailto:iburgess@cityofbeaufort.org


Page 2 

5 ADJOURNMENT         : 
Mr. Cox made a motion to adjourn; seconded Ms. McFann. The motion passed unanimously. The 
meeting ended at 3:45 p.m. 

   

Chair  Date of approval 
 



CITY STAFF INTRODUCTION 

1 PARRIS ISLAND GATEWAY



PROJECT LOCATION - 1 PARRIS ISLAND GATEWAY
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SKETCH

STATUS:

GENERAL DEVELOPMENT NOTES:

1. PIN:  R100 026 000 162A 0000
ADDRESS: 1 PARRIS ISLAND GATEWAY

BEAUFORT, SC

PLAT BOOK: 3559 / 2556

2. TOTAL LAND ACREAGE = 2.43(±) AC
TOTAL DISTURBED ACREAGE = TBD(±) AC

PRE-DEVELOPMENT
BUILDING AREA: ≈ 21,600SF ±

POST-DEVELOPMENT
BUILDING AREA =70,485SF ±

3. EXISTING USE OF PROPERTY :  Commercial Building
       PROPOSED USE OF PROPERTY :  Commercial Self Storage (4.1.220)

       PRESENT SITE ZONING :  C5 (RCMU) 

PARKING SPACE CALCULATIONS:

      PRE-DEVELOPMENT
PARKING PROVIDED: = 19 SPACES

POST-DEVELOPMENT
TOTAL ON-SITE PARKING =  12 SPACES (2 ADA)

NOTE: ALL PROPERTY LINES ARE APPROXIMATE AS THIS IS A PRELIMINARY SKETCH
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APPLICANT PRESENTATION 

1 PARRIS ISLAND GATEWAY
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Jefferson Bennett Development Group, LLC 
1 Potters Lane 

Savannah, GA 31411 
912-308-1856 - jeffersonbennett@comcast.net 

09/17/21 

City of Beaufort, Julie Bachety  
Meadors Inc., Meredith Jacobs 
 
RE: FINAL DESIGN REVIEW SUBMITTAL: 1 Parris Island Gateway, Beaufort SC            
 
 VIA ELECTRONIC MAIL with HARD COPIES & SUBMITTALS BY HAND  
 
Thank you for moving our project forward, I have been intrigued with this 
property for quite some time. Unfortunately, underutilization and neglect have 
made the property an eyesore at the crossroads entrance to Beaufort.  

 

CURRENT CONDITIONS 

 
 

WHAT WE WANT TO DO 
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The properties irregular shape and limited access make reuse for most users 
problematic. But we relish the challenge of adapting our plan to what will work 
within the boundaries of the property, what will work within the architectural and 
zoning limits of the City while adaptively repurposing a blighted but structurally 
sound warehouse into a real addition to the area.  
 
 

 
 
 
 
Our prototype is best described as “low-country with a classical flair” with a pallet 
of neutral regional colors, complemented with period feel brick, block and stucco 
elements. We will transform the existing building and add our drive thru element 
and a 2 story building with a uniform feel and balance. In addressing the 
fenestration requirements, we have increased the size of our (22) aluminum 
“Bermuda Shutters” (this element alone will cost $268,550 if I don’t get another 
price increase) and we added 1st and 2nd floor glazed windows at the Brick 
elements facing Boundary Street which will provide natural lighting to these 
hallways. In a further effort to comply, we took a of bit artistic license and fully 
opened the Boundary facing side of the DRIVE THRU with an open side wall of 
painted tube steel heavy gauge mesh. We intend on introducing vines, but the 
element will be open, but no rollup doors will be visible from the street. Please 
allow us to deliver this amenity for Beaufort 
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Let us turn this: 

 
Into this: 

 
 
We take pride in our ownership and the permanence of our projects. This is an 
enhancement to the area whose curb appeal will endure and complement the 
architectural regional appeal. If you would like to touch and feel the quality of our 
prototype please drop by 117 Little Neck Road in Savannah as these plans are 
pretty but don’t do justice to experiencing our product in person. 
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Following I will detail each page as to our intent and compliance with your 
submission requirements for FINAL DESIGN REVIEW. 
 

ARCHITECTURAL 

1. Rendering view from Boundary and Parris Island Gateway intersection 
detailing the view of our drive thru and 2 story addition. Currently the bike 
path shown has treed buffer but we showed it as open for perspective and 
continuity of improvements. Please also note the grassy area next to 
running path is the City’s property and referenced later it is paved which 
would be attractive if converted to landscaping. Also note finishes and 
building height.  

2. Rendering view facing from Parris Island Gateway shows deletion of 
existing curb cut, max building height and typical location of wall packs. 

3. Rendering of rear of 2 story building (not visible from road) showing rear 
fencing, sight lighting, wall pack locations, gutters, downspouts and 
locations of HVAC condensers.  

4. Rendering “Detail of Green Wall” note finishes and no visible rollup doors. 
5. East & West elevations note red dashed HVAC’s. 
6. North & South Elevations note red dashed HVAC’s. 

CIVIL 

7.  Demolition Plan shows the paving and concrete being removed. Referring 
back to 1 above note the paved area in between our property line and 
Boundary which we would be happy to transform to landscaped area but 
need your input. 

8. Development Plan shows setbacks, finished roads, parking ratios and 
details the existing building and the 2 story floorplans. Also note our 
termination of existing curb cut of Parris Island Gateway and reutilization of 
existing curb cuts on Ice House Road. 

9. Pervious/Impervious Plan shows what we are removing and replacing pre 
and post development and broken out and color coded by material with 
breakdown on the calculation table. 

10.  Proposed Grading and underground detention plan with typical driveway 
section at top. 
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11.  Tree Preservation and Site Lighting locations (see photometric plan page 
18). One single rotten tree #1168 to be removed marked with an X.  

12.  Arborist Report by Ossabaw Consulting on trees on project their condition 
and health. Note tree 1168 rotten core 

13.  Truck Movement Template from existing curb cuts on Ice House Road.  
14.  Location of HVAC pads. 
15. ALTA Survey showing current conditions, easements and utilities. 
16.  Details of wall sections typical to our prototype. 
17.  Electrical Fixture Cut Sheets 
18.  Photometric Plan 
19.  Cut sheet for Bermuda Shutters 
20.  Finishes/Sample Board of finishes delivered to City of Beaufort 

 
 
This should meet all the requirements you have laid out please let us know 
of anything we have missed, and we are happy to provide any further detail 
to complete our final design review.  

 

 

 

 

 
Jefferson Bennett 
 
 
 



EXISTING
DRIVE

ACCESS
TO BE

REMOVED/
CLOSED

EXISTING 39,550SF±
ASPHALT TO BE

REMOVED

EXISTING 12,045SF±
CONCRETE PADS TO

BE REMOVED

EXISTING 1,375SF± CONCRETE
PAD TO BE REMOVED

EXISTING 2,980SF±
ASPHALT TO BE REMOVED

EXISTING 3,105SF±
ASPHALT TO BE REMOVED

EXISTING 4,530SF±
ASPHALT  TO BE
REMOVED

EXISTING 630SF± CONCRETE
PAD TO BE REMOVED

EXISTING 565SF± CONCRETE
PAD TO BE REMOVED

TREE NO. 1168
35" DARLINGTON OAK TO BE REMOVED.
DECAYING PER ARBORIST REPORT

15
' B

U
IL

D
IN

G
 S

ET
BA

C
K 

LI
N

E

15' BUILDING SETBACK LINE

15' BU
ILD

IN
G

 SETBAC
K LIN

E

15' BUILDING SETBACK LINE

15' BUILDING SETBACK LINE

15' BUILDING SETBACK LINE

25
' B

U
IL

D
IN

G
 S

ET
BA

C
K 

LI
N

E

15' BUILDING SETBACK LINE

EXISTING 885LF± 6' CHAINLINK
FENCE TO BE REMOVED

EXISTING ACCESS
DRIVE TO REMAIN

EXISTING POWER POLE AND
LINE TO BE RELOCATED

15' BU
ILD

IN
G

 SETBAC
K LIN

E

EXISTING ACCESS DRIVES TO REMAIN

EXISTING 1,300LF± PORTION
OF 6' CHAINLINK FENCE TO
BE REMOVED

SHEET NO.

DRWN:

je
ffe

rs
on

.d
w

g

1 
PA

RR
IS

 IS
LA

N
D

 G
TW

AY

D
EM

O
LI

TI
O

N
 P

LA
N

0 3015

ADD     1/22/2021

SCALE:  1" = 30'

1of8

CONCEPT

STATUS:

GENERAL SITE NOTES:

1. PIN:  R100 026 000 162A 0000
R100 029 000 010B 0000

ADDRESS: 1 PARRIS ISLAND GATEWAY
BEAUFORT, SC

PLAT BOOK: 3559 / 2556

2. TOTAL LAND ACREAGE = 3.67(±) AC
TOTAL DISTURBED ACREAGE = 3.40(±) AC

3. EXISTING USE OF PROPERTY :  Commercial Building
       PROPOSED USE OF PROPERTY :  Commercial Self Storage (4.1.220)

       PRESENT SITE ZONING :  C5 (RCMU) 
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IMPERVIOUS / PERVIOUS AREAS

Surfaces Pre-Development Post-Development

Impervious Areas SF (AC) Percentage SF (AC) Percentage
Building 21,715sf (0.50AC) 13.5% 50,040sf (1.15AC) 31.3%

Asphalt Pave. 64,190sf (1.47AC) 40.0% 33,465sf (0.77AC) 20.9%

Concrete Pave. 16,494sf (0.38AC) 10.3% 8,295sf (0.19AC) 5.2%

TOTAL Impervious 102,399sf (2.35AC) 63.9% 91,800sf (2.11AC) 57.4%

Pervious Areas SF (AC) Percentage SF (AC) Percentage
Pervious Pavers -- -- 5,698sf (0.13AC) 3.5%

Gravel 3,225sf (0.07) 2.0% 14,042sf (0.32AC) 8.8%

Green Space 54,291sf (1.25AC) 33.8% 48,325sf (1.11AC) 30.2%

TOTAL Pervious 57,516sf (1.32AC) 35.8% 68,065sf (1.56AC) 42.5%
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TREE NO. 1171
24" LAUREL OAK TO REMAIN.

SEE ARBORIST REPORT
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 Design Review Board Meeting 
 Staff Report  
From the Department of Community and Economic Development 
14 October 2021 

1 SUMMARY OF REQUEST 
Extra Space Storage, PIN R120 026 000 162A 0000, containing 70,485 sf of storage space on 2.43 acres.  
 
Applicant: Jefferson Bennett Development Group LLC 
 
The applicant is requesting final approval of alterations/additions to the existing structure at 1 Parris 
Island gateway to include 70,485 sf of storage space.  
 
Background: This project received conceptual approval with conditions noted from the Design Review 
Board in June of 2021.  
 

2 FACTS 
Property Address: 1 Parris Island Gateway  
Parcel ID: R120 026 000 162A 0000   
Case Number: 21-06 DRB.1 
Applicant: Jefferson Bennett  

  Development Group LLC 
Zoning: T5-UC/RMX 
Current Use: Vacant Building with Undeveloped Land 
Proposed Use: Light Industrial Services – Self Service Storage 
 
District Development Standards for T5-UC/RMX:  
• T5 – UC Setback requirements:  

 Front-0’ min. – 15’ max. 
 Rear – 5’ min.  
 Side Corner/Alley – 0’ min – 15’ max.  
 Side Interior – 0’min. 

 
• RMX Setback requirements:  

 Front- 10’ min. – 60’ max. 
 Rear – 15’ min.  
 Side Corner/Alley – 10’ min. 
 Side Interior – 10’min. 

• Impervious Surface Coverage: 100% maximum  
 

 



References: 
The Beaufort Code 

3 STAFF COMMENTS  

Staff Acknowledgements:  

A. Regarding the conditions of conceptual approval:  

a. Condition 1 has not been satisfied, as the setbacks shown on the site plans still do not 
match the RMX setbacks that are shown at the top of this Staff Report and Section 
2.4.2.B of the Beaufort Code. See current Condition 1 below.  

b. Condition 2 has been satisfied: The proposed 64.7% impervious is compliant with 
Section 2.4.2 of the Beaufort Code regarding Surface Coverage.  

c. Condition 3, regarding the 15’ buffer along county residential properties to the South, 
has not been satisfied. See current Condition 4 below. 

d. Condition 4, regarding mechanical equipment screening, has been satisfied. Mechanical 
equipment locations are shown on the drawings, and a privacy fence along the south 
side of the property will conceal them from view. 

e. Condition 5, regarding colors, has not been satisfied. See current Condition 6 below. 

f. Condition 6, regarding fenestration, has not been satisfied. See current Condition 7 
below. 

g. Condition 7, regarding large expanses of blank walls, has not been satisfied. See current 
Condition 8 below. 

h. Condition 8, regarding the design of the roofline, has been satisfied.  

i. Condition 9, regarding the submission of a Certified Arborist Report, has not been 
satisfied. See current Condition 9 below.  

B. A 20’ buffer is required along Parris Island Gateway per section 5.5.1.B of the Beaufort Code. 
Section 5.5.1.B of the code allows the Administrator to “waive or alter these requirements 
based on the design of the building and how it addresses the street.” Since a 15’ waterline 
easement exists at the front of the property along Parris Island Gateway, the administrator 
waives this buffer requirement.  

C. Section 5.7.3 requires bicycle parking for RMX districts but states that in T5 districts, the 
administrator has the authority to waive the bicycle parking requirement if it is not 
appropriate or feasible. The administrator waives the bicycle parking requirement for this 
project since it is in a T5-UC/RMX district and required bicycle parking is not appropriate for 
the building’s use.  

Staff Conditions (Non-Discretionary): 

1. Regarding Acknowledgement A.a above, the submitted site plan shows a front setback of 25’, 
and side setbacks around the rest of the property at 15’, which correspond to neither T5-UC nor 



RMX zoning district setbacks in Sections 2.4.1 and 2.4.2 of the Beaufort Code. Staff has reviewed 
this application with RMX standards based on Conversations with the Applicant. The placement 
of the building does not appear to conflict with the RMX setbacks per Section 2.4.2, however, 
the application documents must show the correct setbacks so that all documents are consistent 
with the Code. Applicant to update setbacks to be consistent with T5-UC or RMX standards in 
future submissions. Staff understands that there is a 15’ buffer along the county residential 
properties to the south. Applicant to clearly label the 15’ buffer in addition to the setbacks. As it 
is presented, the setbacks and buffer are unclear. 

2. The 15’ buffer noted in Condition 1 above is required by Section 5.5.1 of the Beaufort Code, and 
side and rear buffer planting requirements are noted in Section 5.5.1.A of the code. In future 
submissions, applicant to ensure and demonstrate compliance with these buffer requirements.  

3. Section 2.4.2.E states that “parking areas and drive aisles shall not be located within the front 
setback, but may be placed in front of the building. Staff interprets this portion of the code to 
mean that parking areas and drive aisles may be placed in front of the building, but shall not be 
located within the minimum front setback. The minimum front setback for RMX is 10’.  In future 
submissions, applicant to demonstrate that the parking and drive aisle do not encroach into this 
minimum front setback by clearly labeling required setbacks on the site plan.  

4. Regarding Acknowledgement A.c above, the proposed driveway on the south side of the new 
portion of the building still encroaches into the required 15’ setback between this property and 
the adjacent County Residential Properties to the south. Applicant to revise the design so that 
the driveway does not encroach into this buffer to satisfy this condition of Conceptual Approval. 
  

5. Applicant to submit details of the proposed Privacy fence along the south property lines of the 
property. 
 

6. Regarding Acknowledgement A.e above: Staff is in support of the changes made to the proposed 
elevations where the previously submitted bright green metal panels have been changed to 
neutral colored metal panels to eliminate much of the proposed lime green metal panel areas. 
The previously proposed green is still used, however, on door canopies and garage doors at the 
rear, which does not comply with Section 4.6.1.G of the Beaufort Code. Staff recommends 
altering this lime green to be a more muted green or other earth tone color to be compliant 
with the Beaufort Code.  

 
7. Regarding Acknowledgement A.f above, the applicant has responded to Condition 5 above by 

extending the Bahama shutters down further to create the appearance of fenestration on 
facades facing public ways, however, no percentage of fenestration has been provided within 
this submission to confirm compliance with Section 4.6.4.C.1. As submitted, it appears that the 
Bahama shutters will need to be extended down further to meet the minimum 40% fenestration 
requirement at the first floor noted in this section. Applicant to confirm that the proposed 
percentage of fenestration is compliant with this Code Section in future submissions.  

 
8. Regarding Acknowledgement A.g above: Staff believes that the applicant has revised the façade 

to better comply with Section 4.6.4.D of the Code, regarding large expanses of blank walls, 
however, no dimensions or details of the façade are shown on the floorplans to demonstrate 



compliance. Applicant to provide more detailed floorplans with dimensions noted in future 
submissions to demonstrate compliance with Section 4.6.4.D of the Code. 

  
9. Regarding Acknowledgement A.i above: The applicant has clearly noted trees to be removed on 

the proposed site plan and has provided a Certified Arborist Report on Sheet 6 of the drawings, 
but the Arborist report is cut off on the submitted sheet. Applicant to provide a full sheet 
showing the submitted arborist report in future submissions.  

 
10. Section 3.8.2.A.2.d.ii: Perimeter or exterior walls visible from a public street or detached 

residential dwelling shall not include metal as a primary material. Section 4.6.3.A.1.g notes that 
corrugated metal may be approved by the administrator based on the surrounding context and 
location on the site. Staff interpretation is that corrugated metal may be used on the building, 
but it cannot be a primary material. While the applicant has chosen to place the metal material 
on prominent façade elements, “prominent” should not be confused with “primary”. Applicant 
shall provide square footages of other exterior materials relative to metal to demonstrate 
compliance. See discretionary condition 23 below for an additional Staff recommendation. 

  
11. Applicant to submit elevations, plan, and section detail of Dumpster surround noted on Sheet 2 

of 8. Applicant to ensure and demonstrate compliance with section 4.6.1.F.1 regarding trash 
disposal screening.  
 

12. The applicant has provided wall sections, but no materials are called out, and enlarged details 
have not been provided. In a future final submission, applicant to ensure all materials are clearly 
noted on wall sections.  
 

13. Wall Section 4 on sheet A5.2 shows a canopy detail, but no dimensions are shown to indicate 
height and depth. Applicant to provide dimensions and ensure and demonstrate compliance 
with Section 4.4.F, which requires that Awning Frontage types must include awnings with a 
minimum depth of 5 feet and a minimum height of 8 feet above the sidewalk.   
 

14. Sheet SK04 proposes split face concrete block for the proposed banding at the base of the 
building. This material is not allowed in T5-UC per section 4.6.3.A.7.a, and it is not in the list of 
approved wall materials for RMX, which are listed in Section 4.6.4.A of the Beaufort Code. Staff 
is not in support of the proposed split face block for this project. Applicant to revise the material 
of the base to be compliant with the Code. Staff recommends the use of brick or stucco in these 
areas.  
 

15. Staff is in support of the proposed screen wall along the Spanish Moss trail. Applicant to submit 
wall section and details of this screen wall that show construction techniques and materials in 
future submissions.  
 

16. While the provided elevations and 3D views are highly detailed, the submitted floorplans are 
still drawn at a schematic level and do not appear to match:  
 

a. The drive under canopy noted on sheet 2 of 8 is drawn with dashed lines, which typically 
indicate a structure above. No walls are depicted on the plans in this area, however, the 



3D views show a screen wall along the Spanish Moss Trail and a brick wall with an 
opening facing Parris Island Gateway.  
 

b. The elevations and 3D views also show what appears to be a garage door west of the 
screen wall on the North Elevation, but this is not depicted on the floorplan and appears 
to conflict with the floorplan shown.  

 
Applicant to ensure all drawings are consistent and fully coordinated in future applications. 

  
17. Regarding the garage door on the North elevation that is referenced in Condition 16b, Section 

3.8.2.A.2.d.i notes that “Garage doors serving individual storage units shall be perpendicular to a 
public or private street, so as to not be visible from adjacent streets.” Applicant to clarify the use 
of this door and to note that if it serves individual storage units, it cannot exist along a public or 
private street.  
 

18. The parking calculations noted on sheet 2 of 8 are incorrect. Section 5.7.4 requires 4 spaces for 
the proposed office portion of the project. Applicant to revise calculations to show the correct 
required amount.  
 

19. Section 5.7.4.C.2 of the Beaufort Code states that “For buildings with a footprint greater than 
60,000 gross square feet, no more than 125% of the required minimum number of parking 
spaces are permitted.” 4 parking spaces are required for this project per Section 5.7.4, meaning 
that a maximum of 5 parking spaces are permitted. Applicant to revise design to eliminate the 
additional parking spaces provided.  
 

20. In future submissions, Applicant to ensure and demonstrate compliance with Section 5.7.7 
regarding Parking Lot Design, specifically regarding parking stall dimensions, travel lane 
dimensions, and parking space marking.  
 

21. The submitted “Proposed Grading and Underground Detention Plan” does not include existing 
or proposed grade elevations or topo lines. Applicant to clarify if grading of the site is proposed 
to change and include grade elevations and topo lines that represent existing and proposed 
grading in future submissions.  
 

22. The lighting fixture cut sheets noted on Sheet E1.13 and Sheet E2 do not correspond with the 
Photometric drawing on Sheet E1. Applicant to ensure that all proposed lighting fixture locations 
are clear in future submissions. Staff has the following comments regarding the fixtures 
submitted on Sheet E1.13: 
 

a. Applicant to ensure and demonstrate that proposed fixture type WA will use full cut-off 
lenses or hoods to prevent glare or spillover from the project site onto adjacent lands 
and streets per Section 5.8.4.B. 

 
b. Applicant to submit drawings or cut sheets that show the design of the proposed north 

gate and south gate on this page for review. 
 



 
 
Staff Conditions (Discretionary) 
 

23. Regarding non-discretionary Condition 10, Staff recommends the applicant consider 
cementitious siding instead of metal in these areas.  

 

STAFF RECOMMENDATION:  

Deferral of Preliminary Approval with conditions noted above.  
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DEVELOPMENT REVIEW PROCESS 
DESIGN REVIEW BOARD APPLICATION  Staff Review

Community and Economic Development Department  Board Review
1911 Boundary Street, Beaufort, South Carolina, 29902 
p. (843) 525-7011 / f.  (843) 986-5606 Application Fee:   

   www.cityofbeaufort.org see attached schedule 

See Section 9.8 of The Beaufort Code for complete information about the Design Review process | updated August 7, 2020 | p. 1 of 2 
This form is also available online at www.cityofbeaufort.org 

OFFICE USE ONLY: Date Filed:      __       Application #:     __    Zoning District:  

Schedule:  The Design Review Board (DRB) typically meets the 2nd Thursday of each month at 2pm. Upon receipt of 

an application, staff will review the submittal and then contact the applicant letting them know when the meeting will be.  

A complete schedule can be found at: https://www.cityofbeaufort.org/379/Design-Review-Board

Submittal Requirements: All forms and information shall be submitted digitally. In addition to a complete application 

form, applicants shall submit the required items according to the checklists on the subsequent page.  

Review Request:       Conceptual           Preliminary  Final

Pursuant to Section 6-29-1145 of the South Carolina Code of Laws, is this tract or parcel restricted by any 

recorded covenant that is contrary to, conflicts with, or prohibits the activity described in this application?    Yes    No 

Applicant, Property, and Project Information 

Applicant Name:

Applicant Address:

Applicant E-mail: Applicant Phone Number: 

Applicant Title:    Homeowner  Tenant  Architect  Engineer  Developer

Owner (if other than the Applicant):

Owner Address:

Project Name:

Property Address:

Property Identification Number (Tax Map & Parcel Number):

Date Submitted:

Ryan Lyle, PE

Andrews Engineering, Inc., 2712 Bull St. Suite A, Beaufort SC 29902

843-379-2222 x226ryan@andrews-sc.com

Enmarket Ribaut

1200 Ribaut Road

R120 007 22 and 22D

09 / 16 / 2021

Douglas Carroll, Director of Real Estate

2112 Rankin St., Savannah, GA 31415



DEVELOPMENT REVIEW PROCESS 
DESIGN REVIEW BOARD APPLICATION  
Community and Economic Development Department 
1911 Boundary Street, Beaufort, South Carolina, 29902   
p. (843) 525-7011 / f.  (843) 986-5606    

       www.cityofbeaufort.org    
  

See Section 9.8 of The Beaufort Code for complete information about the Design Review process | updated August 7, 2020 | p. 2 of 2 
This form is also available online at www.cityofbeaufort.org 

Required Project Information 

Project Name:  __________________________________________       

Property Size in Acres:    Proposed Building Use:       

Building Square Footage (if multiple buildings, please list each one and their square footage by floor): 

               

# of Parking Spaces Required:     # of Parking Spaces Provided:    

Is this project a redevelopment project:  Y   N  

Are there existing buildings on the site?  Y   N if yes, will they remain?  Y   N     

Provide a brief Project Narrative and outline any specific questions you would like addressed. 

              

              

              

              

              

               

               

Applicant’s Signature:      Date:      

Owner’s Signature:    Date:    
 
(The owner’s signature is required if the applicant is not the owner.) 

 

 

CONTACT INFORMATION:  

Attention:  Julie A. Bachety, Administrative Assistant II 

City of Beaufort Department of Planning & Development Services 

1911 Boundary Street, Beaufort, South Carolina  29902 

E-Mail:  jbachety@cityofbeaufort.org:  | Phone:  (843) 525-7011 | Fax:  (843) 986-5606  

 

1.73 ac C-store / restaurant and carwash

C-Store(4,828sf) + Fuel Canopy (4,948sf) + Carwash (1,270sf)

23 23

09 / 16 / 2021

Enmarket Ribaut

Redevelop existing site with same uses (c-store, carwash, and restaurant).
Variance approved

09 / 16 / 2021



 
DESIGN REVIEW BOARD 

FEE SCHDULE 
(As of July 1, 2020) 

 
 
BOARD REVIEW FEES: 
 

Single-family residential projects (board review) $100.00  
Multifamily and commercial projects (board review) $250.00  
Change After Certification $100.00 
Demolition (whole structure) $250.00 
Special Board Meeting $500.00 
Post facto applications shall be triple the normal fee. 

 
 
 STAFF REVIEW FEES: 
 Single Family and 2/3-unit buildings not in a historic district are exempt. 
 
 Type 1 
 Renovations/Improvements (not including additions), < 50% of the value of the structures 

 
 Value  Fee 
 Improvements < $5,000  $50 
 Improvements > $5,000 but < $25,000 $50 + 0.25% x value above $5,000 
 Improvements > $25,000 $100 + 0.20% x value above $25,000 

 
 Type 2 

• Any single-family and 2/3-unit residential addition in a historic district:  $50 
• All other additions:  $500 base fee + $0.05/square foot of addition. 

 
 Type 3 
 Review for new construction and for renovations/improvements totaling over 50% of the value of the structure: 
 

• Single-family and 2-3 unit residential in the historic district 
• < 10,000 square feet:  $500 base fee + 0.05/square foot of building  

 
• > 10,000 square feet:  $1,000 base fee + $0.05/square foot of building for the first 100,000 

square feet of building.  For additional square footage over 100,000, $0.02/square foot. 
 

PAID
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PLANTING DETAILS

DETAILDESCRIPTION

TREE PLANTING14.1

CALL-
OUT

14.2

14.3

PALM TREE PLANTING

SHRUB PLANTING

14.4 GROUND COVER PLANTING

1/L501

2/L501

3/L501

4/L501

PLANTING REFERENCE NOTES:

1 EXISTING TREES TO BE REMOVED.

EXISTING OVERHEAD UTILITY LINE TO REMAIN.  DO NOT DISTURB.
NO TREES SHALL BE PLANTED UNDER THIS LINE.

CONTRACTOR SHALL REPAIR OR REPLACE ANY AND ALL GRASS
DAMAGED DURING CONSTRUCTION.

MULCH DISTURBED AREAS DUE TO CONSTRUCTION.

ALL PARKING LOT MEDIAN PLANTINGS SHALL BE 12"-18" OFF EDGE
OF ROAD / PARKING AREA AT TIME OF MATURITY.

PROTECT AREA DRAIN FROM CLOGGING DURING INSTALLATION
OF PLANTS AND MULCH.  MAINTAIN FUNCTIONALITY AND
POSITIVE PITCH TO DRAIN.

PROPOSED TREE TO BE PLANTED FOR TREE MITIGATION. REFER TO
TREE REMOVAL AND MITIGATION CHART SHEET L501.

2

4

3

5

6
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1 L501
TREE PLANTING
SCALE: N.T.S.

2 L501
PALM TREE PLANTING
SCALE: N.T.S.

3 L501
SHRUB PLANTING
SCALE: N.T.S.

5 L501
GROUND COVER  PLANTING
SCALE: N.T.S.

4 L501
TREE STAKING
SCALE: N.T.S.

PLANT SCHEDULE:

TREE REMOVAL AND MITIGATION:

BLACK RUBBER HOSE

120°

120° 120°

PLAN

DOUBLE STRAND 12 GAUGE
WIRE

PROTECT TREE TRUNK WITH BLACK RUBBER
HOSE OR APPROVED EQUAL

DOUBLE STRAND 12 GAUGE WIRE WITH
GALVANIZED TURNBUCKLE OR APPROVED
EQUAL.  MARK AS HAZARD IN LOCATION
WITH HIGH PEDESTRIAN TRAFFIC

3" MINIMUM MULCH DEPTH, REFER TO PLANT
SCHEDULE FOR TYPE

SOIL BERM TO HOLD WATER

TREE 2"X4" STAKES (36" LONG) BURIED BELOW
FINISH GRADE - ENSURE STAKES ARE MARKED
TO SIGNIFY HAZARD IN LOCATIONS WITH
HIGH PEDESTRIAN TRAFFIC

FINISH GRADE

B&B OR CONTAINERIZED (REFER TO PLANT
SCHEDULE)

SCARIFY SIDES OF HOLE TO 4" DEPTH MINIMUM

AMENDED PLANTING SOIL AS NEEDED PER
SOIL ANALYSIS

COMPACT PLANTING SOIL BENEATH ROOTBALL

NOTES:
1. TREE STAKING OPTIONAL, HOWEVER, LANDSCAPE CONTRACTOR RESPONSIBLE FOR  MAINTAINING TREES IN AN UPRIGHT (90 DEGREE/

PERPENDICULAR) POSITION FOR 1 YEAR AFTER PLANTING IS COMPLETE OR UNTIL TREE ROOT SYSTEM IS FULLY ESTABLISHED AND STURDY. FINAL
TREE STAKING DETAILS AND PLACEMENT TO BE APPROVED BY OWNER'S REPRESENTATIVE.

2. CONTRACTOR SHALL ASSURE PERCOLATION OF ALL PLANTING PITS PRIOR TO INSTALLATION.
3. IN SEMI-IMPERVIOUS SOIL CONDITIONS, ROOTBALL ELEVATION SHALL BE 2" ABOVE FINISH GRADE. COORDINATE WITH OWNER'S

REPRESENTATIVE PRIOR TO SETTING ROOTBALL ELEVATIONS.

12" TYP.

12"
MIN.

DOUBLE SIZE OF
ROOTBALL, TYP.

CLEAR TRUNK,
REFER TO PLANT

SCHEDULE

COMPACTED SUBGRADE

AMENDED PLANTING SOIL AS
NEEDED PER SOIL ANALYSIS

3" MINIMUM MULCH DEPTH,
REFER TO PLANT SCHEDULE FOR
TYPE

FINISH GRADE

SOIL BERM TO HOLD WATER

MAINTAIN TREE IN A PLUMB
UPRIGHT POSITION

TRUNK OF PALMETTOS SHALL BE
NEARLY UNIFORM IN SIZE OVER
ENTIRE HEIGHT AND SHALL BE
FREE OF OLD FROND STUBS, FIRE
BLACK AND OTHER DAMAGE

REFOLIATED PALMETTO

NOTES:

1. FINAL TREE STAKING DETAILS AND PLACEMENT TO BE APPROVED BY OWNER OR OWNER'S REPRESENTATIVE,
2. CONTRACTOR SHALL ASSURE PERCOLATION OF ALL PLANTING PITS PRIOR TO INSTALLATION.
3. SABAL PALMETTOS SHALL BE REFOLIATED, PROTECT CABBAGE HEAD FROM DAMAGE.

NOTES:

1. WHEN GROUNDCOVERS AND SHRUBS ARE USED IS MASSES, ENTIRE BED TO BE EXCAVATED TO RECEIVE PLANTING SOIL AND
PLANT MATERIAL.

2. CONTRACTOR SHALL ASSURE PERCOLATION OF ALL PLANTING PITS PRIOR TO INSTALLATION.
3. IN SEMI-IMPERVIOUS SOIL CONDITIONS, ROOTBALL ELEVATION SHALL BE ±2" ABOVE FINISH GRADE.  COORDINATE WITH

OWNER'S REPRESENTATIVE PRIOR TO SETTING ROOTBALL ELEVATIONS.

4" TYP.

DOUBLE SIZE OF
ROOTBALL, TYP.

AMENDED PLANTING SOIL AS
NEEDED PER SOIL ANALYSIS

B&B OR CONTAINERIZED (SEE
PLANTING SCHEDULE, THIS SHEET)

FINISH GRADE

SOIL BERM TO HOLD WATER

3" MINIMUM MULCH DEPTH,
REFER TO PLANT SCHEDULE FOR
TYPE

- -

-

SPECIFIED O.C. SPACING
NOTE:
1. EXCAVATE ENTIRE BED SPECIFIED FOR

GROUNDCOVER PLANTING TO A DEPTH
OF 12"

TYPICAL EDGE OF
PLANT BED

1/2 OF SPECIFIED O.C.
SPACING

SPECIFIED O.C.
SPACING

ATYPICAL SPACING IN
CURVILINEAR PLANT BEDS.
OUTSIDE ROW TO FOLLOW
CURVE AS SHOWN ON PLAN

 ±5' DIA.

3" MINIMUM MULCH DEPTH, REFER
TO PLANT SCHEDULE FOR TYPE

SMOOTH CONTINUOUSLY CUT EDGE

TYPICAL TREE

TREE STAKE

NOTES:

1. APPLY MULCH IN A ±5' DIAMETER WHERE
PROPOSED TREE PLANTINGS OCCUR IN SOD
OR SEEDED AREAS.

TREES TO BE REMOVED:

TOTAL: 42 CALIPERS TO BE REMOVED

- 17" CALIPER FLOWERING DOGWOOD
- 25" CALIPER LIVE OAK

PROPOSED TREES TO BE PLANTED BACK:

TOTAL: 37.5 CALIPERS TO BE PLANTED BACK

- (12) 2.5" CALIPER LIVE OAKS
- (3) 2.5" CALIPER BALD CYPRESS
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3. Do not scale dimensions from prints. Plans and details ere 
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enmarket 
Ribaut Road 
Beaufort, SC 
 
Fixed Shutter Detail 
This image depicts how the shutters on the building will appear.  They 
will be fixed in place and the only visible hardware will be the barrel of 
the hinges.  (the shutters will not be this color). 



1 1/2'" x 1 1/2'" x 5'-0" LONG 18 GA. ANGLE. 
AT EVERY 01HER OUTRIGGER (B'-0") 

WHEN USING 32" OUTRIGGER SPACING. 
SCREW ANGLE TO PURLIN w/ #12-24x1 1/2. 

ANGLE A TTACHEO FROM OUTRIGGER NEAREST EACH 
PURLIN (SHOWN) AT ENDS OF CANOPY. INSTALLER 

TO FIELD CUT & FIELD BEND END OF ANGLE. 

A./PURUN V-.... 

DECK 

PRE-F AB RICA TED 
OUTRIGGER MADE 

w/ 1 1/2•x1B GA. 
ANGLE & 1 1/2" "z" 

ATTACH ACM TO 
OUTRIGGER Wl1H 

6x3/4" PHILLIPS 
FLAT HEAD TEK SS 

1/2" 

0, 
I 

'-

• 

� 
"' 

I 
'-

• "' 
I 

ROGRA 

2 7/8" 

OUTRIGGER , 
-r- ZEE m 

OUTRIGGERS SPACED 
C 32" O.C. 

#12x1 TEI( 
w/ NEOPRENE WASHER COSMETIC CAULK 

GUTTER 

SIDE OUTRIGGER BOTTOM LEG IS 2' -0" 
END OUTRIGGER BOTTOM LEG IS 3' -3" 

DETAIL 

3" 6" 

4 1/2" 

L 
#10x3/4 TEK

--,.-.._ 
1 1/2" X 1 1/2" X 1 1/2" •z• TRIM 109 

20 GA. 1 1;2· x 1 1;2· x 5'-o" LONG 1a GA. ANGLE. 
SPACED AT EVERY OTHER OUTRIGGER (8'-0") 
WHEN USING 32" OUTRIGGER SPACING. 

• 
"' 
I 

CONTINUOUS 
SG-10 CAULK 

#10x3/4 

• "' 
I 

• z., -:::,

• 

.D32 ALUM. x 1-1/4" x 1-1/4"x9" LONG ANGLE 
USED TO STRENG1HEN ENCLOSURE. 

ATTACHED TO ENCLOSURE AND PERIMETER 
GUTTER WITH (2) #10x3/4 TEK 

SCREWS. ANGLE LOCATED 24" O.C. 

3" 

HEMMED 
ENCLOSURE 

SCREW ANGLE TO PURLIN w/ #12-24x1 1/2. 
ANGLE ATTACHED FROM OUTRIGGER NEAREST EACH 
PURLIN (SHOWN) AT ENDS OF CANOPY. INSTALLER 
TO FIELD CUT & FIELD BEND END OF ANGLE. 

f12-24x1-1/2" TEK #5 

00 

#12x1 TEK w/ NEOPRENE WASHER 

COSMETIC CAULK #5005 

#8x3/4 TRUSS MOD (ZINC) 
(PAINT TO MATCH ENCLOSURE) 

DETAIL FDl 
3/5/2019 SIDE 

,.--;T,-";:::
,___

-- W MAIN FlRAME

BEAM CLIP 

3" DECK PANEL 

PURLIN 

BEAM CLIP (TYP) 
SEE DETAIL TO THE RIGHT 

CAD FILE NO./PLOT SCALE 
1/s"-1'-o" 

602548 

DETAIL 
REV 02-21-19 

3/8"x2" HEX HEAD 
NOTE: MUST CLIP PANELS ON BOTH 

SIDES OF BEAM AS SHO\l,t,I. 

DECKING BELOW 
PURLIN 

,. 

2 3/8" 

SIDE YIFW 

GA. STEEL 

LOCK NUT 

NUT 

CLAMPING SURFACE 

McGEE BEAM CLIP DETAIL 
MATERIAL· BOLT: 3/B"x2.25" ML40Cr ALLOY STEEL (ASTM 5140) ZINC 
PLATED HEX HEAD MACHINE SCREW (MIN TENSILE STRENG1H - 150 ks;) 
CLIP BODY MATERIAL: 11ga (0.115") ASTM A653 FS TYPE B (A526 CO) 
(GALVANIZED G90) (MIN YIELD STRENGTH - 36 ksi) 

McGEE BEAM GI IP INSTAI I ATION PROCEDLJRF· SET BEAM CLIP WITH BOLT ON TOP OF BEAM 
FLANGE AND CLAMPING SURFACE UNDER DECK RIB. PUSH CLIP AGAINST DECK AND BEAM FLANGE W11H 
BOLT AS FAR ONTO BEAM FLANGE AS POSSIBLE. WHILE KEEPING BEAM CLIP VERTICAL, TURN 
BOLT TO SNUG TIGHT Wl1HOUT BURROWING INTO STEEL BEAM FLANGE. 1HEN PROCEED TO TURN 
BOLT 3/4 TURN (270"). TIGHTEN LOCK NUT MAKING SURE 1HAT BEAM CLIP REMAINS IN POSITION. 

TRIM 
1 1/2" 

----H,�-- 1 1/2" x 1 1/2" x 5'-0" LONG 18 GA. ANGLE. 
SPACED AT EVERY OUTRIGGER BEHIND SIGN. 

SCREW ANGLE TO PURLIN w/ #12-24x1 1/2. 
ANGLE A TT ACHED FROM OUTRIGGER NEAREST EACH 
PURLIN (SHOWN) AT ENDS OF CANOPY. INSTALLER 

TO FIELD CUT & FIELD BEND END OF ANGLE. 

2 3/4" STAND-OFF\.-•• +1-+�---

1 1/2" 

0, 
I 

'-

2 1/2" 

I I 

"' 
I 

'-

b 
I 

;., 

A./ PURUN v-.... 

NOTE INSTALLERS: 
ACM MUST SLOPE 
AWAY FROM FASCIA 

b 
I (/)w

ii:' 

FASCIA 

CONTINUOUS SG-10 CAULK 
AT SEAM BETWEEN FASCIA 
AND GUTTER 

DECK 

1 1/2"' 

#10 x 3/4 TEK 

TOP TRIM 109 

.,,--#10 x 3/4" TEK 

1/8" 

42" ACM 

•.,
I 

;.., 

.032 FLASHING+--� 

GUTTER 

DETAIL 

j 
1 1/2" x 1 1/2" x 5'-0" LONG 18 GA. ANGLE. 
SPACED AT E VERY OTHER OUTRIGGER (8'-0") 
WIHEN USING 32" O UTRIGGER SPACING. 
SCREW ANGLE TO PURLIN w/ #12-24x1 1/2. 
ANGLE ATTACHED FROM OUTRIGGER NEAREST EACH 
PURLIN (SHOWIN) AT ENDS OF CANOPY. INSTALLER 
TO FIELD CUT & FIELD BEND END OF  ANGLE. 

:... 

#12-24x1-1 /2" TEK #5 

.,---(2) #10 x 3/4" TEK 
S CREWS AT EACH JOINT ~ PURLIN~ 

PRE-FABRICATED O UTRIGGER MADE 
& w/ 1-1/2" ANGLE 1-1/2" ZEE 
ALL 18 GA. 

#12 x 1'' TEK w/ 
NEOPRENE WASHER 

..L_--1.::"-l!:-r-r----.-......... c----------...... 1"--------...... ...c::::J 

#10 x 3/4" TEK 

.032 ALUM. x 1-1/4" x 1-1/4"x 10" LONG ANGLE 
USED TO STRENGTHEN ENCLOSURE. 

ATTACHED TO ENCLOSURE AND PERIMETER 
GUTTER WITH (2) #10x3/4 TEK 

S CREWS. ANGLE LOCATED 24" O.C. 

�---�-CL (6) 11/16"0 HOLES. ALONG W/ 
(6) 5/B", x 2 1/2" LG. A-325 BOLTS W /
(6) 5/8" HEX. NUTS

,--,c-- 1/4" 

W16 or W14 or W12 1 3/8''--' -HH-- 1 3/8" 
1/2" 1 1/2" 

(W16) 4 1/2" 
(W14) 3 1/2" 

(W12) 2 1/2" 

�

I 

A--3 -1 /-2�" 
I 

2 7 /8" 

DETAIL 
REV.4 11 /09 /00 

6" 

WP2 
3-BOLTS

BEAM HEIGHT 
MAY VARY 

DECK 
1-1/4x1-1/4 18 GA (3) #12 x 1" TEK w/
ANGLE NEOPRENE WASHER

COSME�C CAULK #5005 

HEMMED ENCLOSURE 
{18 x 3/4 TRUSS MOD (ZINC) 
(PAINT TO MATCH ENCLOSURE) 

5/8" 

1 5/8" 

DETAIL FD2 
3/12/2019 

S1oJL1 

END 

(Std.) 36" Long Steel Angle 

Attach o support bracket on each side of the column to support 
the cut rib of deck. Keep bracket at least 12" away from 
column to allow room to seal around column. (Typ. all columns) 

Step 2 Use McGee beam clip and lEK screws as shown to secure and support. 

DETAIL 

� 
... 
I 

N 

2 3/8" 

PERIMITER GUTTER O'FLOW CUTOUT (SHOWN) 
NOTCH 2"x 7 3/8" HOLE 
IN GUTTER AS SHOWN 
(See roof flan for locations
on canopy 

CENTER GUTTER O'FLOW CUTOUT 
NOTCH 2"x 7 3/8" HOLE 
IN GUTTER AS SHOWN 
ALTERNATE DIRECTION OF CUT OUT 
AND OVERFLOW IF MORE 1HAN 
(2) OVERFLOWS ARE PRESENT 
(See roof flan for locations
on canopy 

OVERFLOW INSTALLATION 
INSERT (1) FLANGE AND BEND JUST ENOUGH 
TO GET 01HER SIDE IN. 
USE (1) POPRIVET EACH SIDE 1HEN APPLY 
COSMETIC CAULK AROUND EDGES. 

DETAIL cg 
REV. 1 03-26-02 

------
/ 

/ 
OUTRIGGER 
NOT SHOWN 

.........._ 

�OM TOP SIDE 6F CANOPY APPLY 
, ��-10 CAULK TO ALL GUTTER 

<) BOTTOM SCREW PENETRATIONS 

,., 

COVER 1HE SCREW 1HREADS FOR 
AN APPROPRIATE SEAL. 

'\ 
FIELD CUT HOLE IN 
PERIMETER GUTTER 

DECKING 

\ 
NOTE: APPLY CAULKING TO 1HE 
GUTTER DRAIN LIP & ATTACH TO 
GUTTER WHILE CAULK IS STILL WET. 

j 

1HIS WILL ALLOW CAULKING TO 

\ ENCLOSURE_,..,.--t
\ 
��E=::::::;::==-

DRAIN LEADER 
USE COSMETIC CAULKING AROUND COVER /EDGE FOR FINISHING TRIM 

\ PERIMETER GUTTER 

REV. 3-21-16 

PLASTIC DRAIN 
LEADER ATTACHMENT / 
(PVC AND OUTLET TO 
BE SEALED WATER TIGHT) 

/ 

3/4" HOLE 

PREFAB 1/4" x 2" x 59 5/8" BRACE STRAP 

W16 MAINFRAME 

2" x 1/4" FLAT BAR---,L 
SECURE TO PURLIN & MAINFRAME 

3 PLACES EA. STRAP 

1 1/2" 

2 3/8" 

PURLIN 

MCGEE 
CORPORATION 
12701 East Independence 
Blvd. P.O. Box 1375 
Matthews, NC 28106-1375 
Phone: (704) 882-1500 
Wotts: (BOO) 526-5589 

These prints ore the 
property of t,.tCGee Corp •. 
Reproduction or reuse is 
prohibited without written 
permission. 
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FF00009 Page 1/2Lucas Ford Associates Inc.

Project Enmarket Ribaut
Quote# LFA-LUCAS321-12661
Location Beaufort SC
To EnMarket Stations

1705 Chatham Parkway
Savannah GA 31405
Contact: Doug Carroll
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Qty Type MFG Part
1 LINEAR LSI Graphic Solutions 118" DOWNLIGHT HOOD 

ASSEMBLY, ONE-PACK
118" Downlight hood assembly, one-pack

1 LSI Graphic Solutions 118" DOWNLIGHT HOOD 
ASSEMBLY, ONE-PACK

118" Downlight hood assembly, one-pack
17 M Troy Lighting AR14 LED1840 GA FGWGC 2

ArcheType
17 M Troy Lighting 2W1GA

Bracket
1 N/W LSI_Petroleum WPSLL LED 6L UNV DIM 50 BZA

Large LED Slim Wall Pack (WPSLL)
7 A LSI Industries SCV LED 23L SCFT UNV DIM 50 WHT

Vertex Canopy
Item Note: Canopy

17 B LSI Industries SCV LED 13L SC UNV DIM 50 WHT
Vertex
Item Note: Canopy

7 E LSI Industries SLM LED 18L SIL FT UNV DIM 50 
70CRI WHT IL

LED Area Light - NEW Slice Medium (SLM)
Item Note: Single FT

7 E LSI Industries 4SQ B3 S11G15 S WHT
4-inch Square Steel Pole (4SQ)

2 F LSI Industries SLM LED 18L SIL FT UNV DIM 50 
70CRI WHT IL

LED Area Light - NEW Slice Medium (SLM)
Item Note: Single FT

1 F LSI Industries 4SQ B3 S11G15 D90 WHT
4-inch Square Steel Pole (4SQ)

2 G LSI Industries LXM4 PT 5W LED 25L 50 UNV WHT
Lexington Medium Decorative Post-Top (LXM4)
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Qty Type MFG Part
4 M1 Troy Lighting RE12LED1840CG3

Emblem
4 M1 Troy Lighting 3KNLBB

Knuckle
4 M1 Troy Lighting 3LL30GA

Curved Arm
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LINEAR
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Project Name

Catalog #

Fixture Type

©2018

LSI Industries

APPLICATION - A highly effi cient and dramatic means of canopy illuminated, 
designed for seamless continuous row mounting on canopy fascia. This canopy 
system adds brilliant LED performance to new installations on new or existing canopy 
structures. Optimal performance can be achieved at a mounting height of 16 ft. above 
fi nished fl oor.

LEDS - High Lux LEDs that produce approximately 492.21 lumens at 5.91 watts 
per foot in True White (7000°K nominal) and Bright White (5000°K nominal) color 
temperature. Lumen output and wattage may vary depending upon run length, power 
supply and LED Kelvin temperature.

OPTICS - Custom optics for narrow beam.

HOUSING - Fabricated aluminum, pre-painted with several fi nish options.

POWER SUPPLY - 100-120V 47-63Hz input / 60W and 120W 12VDC output power 
supplies constant current and is potted for use in damp locations. Other input voltages 
and frequencies are available, please consult the factory for details.

OPERATING TEMPERATURE - -40°C to +50°C (-40°F to +122°F)

INSTALLATION - Installs in continuous row applications designed to illuminate canopy 
fascia.

EXPECTED LIFE - Minimum 60,000 hours to 100,000 hours depending upon 
the ambient temperature of the installation location. See LSI web site for specifi c 
guidance.

WARRANTY - Limited 5-year product / 5-year labor warranty.

LISTING - UL Listed Wet location, UL48 outline lighting for signage

PHOTOMETRICS - Application layouts are available upon request. Contact LSI 
Applications Group at lighting.apps@lsi-industries.com.

ARCHER LED CANOPY LIGHTING

DIMENSIONS

Description Dim “A”

9’ 8” housing 118”

4’ 11” housing 59”

2’ 5-1/2” housing 29.5”

Dimensions are for determining overall length of individual sections.

Specify total linear run length per individual straight run to insure 

proper power supply requirements. Standard maxiumum length of a 

single unit is 118 inches. All other specifi ed lengths are combinations 

of 118” and below.

wet location
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Submitted by Lucas Ford III

Job Name: 
Enmarket Ribaut

Catalog Number:
118" DOWNLIGHT HOOD
ASSEMBLY, ONE-PACK
Notes: 

Type: 

LINEAR
LFA-LUCAS321-12661

Project Name

Catalog #

Fixture Type

©2018

LSI Industries

Prefi x Section Length Light Source LED Color Finish1 Input Voltage

ARCH 118 - 118 in LED - Light Emitting Diode TW - True White WHT - White MULTI - 90-2442

59 - 59 in BW - Bright White BLK - Black

29.5 - 29.5 in SVR - Silver

CNR - 13.5 x 13.5 in RED - Red

BLU - Blue

GRN - Green

ACCESORY ORDERING INFORMATION3 (Accessories are fi eld installed)

Description Part Number

60W Power Supply4 640933

120W Power Supply 640934

Square End Caps5

Radius End Caps5

Angled End Caps5

ARCHER LED CANOPY LIGHTING

FIXTURE ORDERING INFORMATION

NOTE:

1 - Additional colors are available upon request, consult factory for details

2 - Consult factory for other input voltage options

3 - All end caps would be manufactured to match fi xture fi nish

4 - Each 118” section requires (1) 60W power supply

5 - End caps come in sets, comprised of a left and right pieces, consult factory for individual piece needs.

 TYPICAL ORDER EXAMPLE:       ARCH    118    LED    TW    SVR    MULTI

Square End Caps

Radius End Caps

Angled End Caps
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Submitted by Lucas Ford III

Job Name: 
Enmarket Ribaut

Catalog Number:
118" DOWNLIGHT HOOD
ASSEMBLY, ONE-PACK
Notes: 

Type: 

LFA-LUCAS321-12661
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Submitted by Lucas Ford III

Job Name: 
Enmarket Ribaut

Catalog Number:
AR14 LED1840 GA FGWGC 2

Notes: 

Type: 

M
LFA-LUCAS321-12661

Electrical
•• 120V input (277V available in arm and post option only)
•• Integrated power supply allows the fixture to be connected  

directly into line voltage
•• Pre-wired and ready for install
•• LED is dimmable with Incandescent/Triac dimmers

Mounting
•• 1/2” or 3/4” IP for arms. Flush mount, stems and post  

available only in 1/2”
•• 9’ Pendant cord available in black or white cord (includes  

5” canopy with the same finish as the shade)

Finishes
•• Shade and mounting finish options
•• Available in 21 standard and 2 specialty finishes with optional coastal 

coating to protect finish in coastal environments (add “-C” to the finish)
•• Inner shade is painted gloss white
•• Consult factory for custom finish options

Optional Accessories
• Glass, Cast Guard or Wire Cage options available

Listing
UL listed to US and Canadian standards for wet locations

WET
LOCATION

Archetype Order Matrix  (Example: AR16MTBZ-CGWC-3)

Diameter Lamp / LED Finish Coastal Coating Option Accessories Mounting Type

AR14
AR16

(14”)
(16”)

M
GU24131

GU24181

GU24261

GU24321,2

GU24421,2

LED12271,3,4

LED12301,3,4

LED12351,3,4

LED12401,3,4

LED18271,3,4

LED18301,3,4

LED18351,3,4

LED18401,3,4

(Medium Base, 100W max.)
(13W GU24 / 2700K)
(18W GU24 / 2700K)
(26W GU24 / 2700K)
(32W GU24 / 2700K)
(42W GU24 / 2700K)
(12W LED / 2700K / 90 CRI / 844lm)
(12W LED / 3000K / 90 CRI / 861lm)
(12W LED / 3500K / 90 CRI / 872lm)
(12W LED / 4000K / 90 CRI / 889lm)
(18W LED / 2700K / 90 CRI / 1265lm)
(18W LED / 3000K / 90 CRI / 1288lm)
(18W LED / 3500K / 90 CRI / 1311lm)
(18W LED / 4000K / 90 CRI / 1334lm)

ABL
BB
BK
BLU
DVG
FLG
GA
LG
MB
MBL
PNA
PNC
RD
SGR
SGW
SND
SS
TBZ
TGP
TNG
TTL
WT

(Aegean Blue) 
(Burnished Bronze) 
(Gloss Black)
(Blue)
(Dove Gray)
(Flannel Gray)
(Galvanized)
(Lime Green)
(Matte Black)
(Midnight Blue)
(Painted Natural Aluminum)
(Painted Natural Copper)
(Red)
(Sage Green)
(Semi Gloss White)
(Sand)
(Satin Silver)
(Textured Bronze)
(Textured Graphite)
(Tangerine)
(Tahitian Teal) 
(Gloss White)

(blank)
-C

(No coating)
(Coating)

(blank)
-CG
-FG
-CGG

-FGG

-CGWC

-FGWC

(No accessories)
(Clear Glass) 
(Frosted Glass)
(Clear Glass 
w/ Cast Guard)
(Frosted Glass
 w/ Cast Guard)
(Clear Glass 
w/ Wire Cage) 
(Frosted Glass 
w/ Wire Cage)

-2
-3
-B

-W

-F

(1/2” IP)
(3/4” IP)
(Black Cord 
Pendant)
(White Cord 
Pendant)
(Flush Mount)

1.	 Lamps must be specified, and are not included in shade cost
2.	 Not for use in glass/cast guard/wire cage
3.	 Glass enclosure must be specified
4.	 Lumen are raw LED value

A B

AR14 14” 6”

AR16 16” 6”

B

A

Specialty Finishes

GA	 (Galvanized)

KEY: Standard Finishes

SGR	 (Sage Green)

SGW	 (Semi Gloss White)

SND	 (Sand)

SS	 (Satin Silver)

TBZ	 (Textured Bronze)

TGP    (Textured Graphite)  

TNG	 (Tangerine)

TTL	 (Tahitian Teal)

WT	 (Gloss White)

ABL	 (Aegean Blue)

BB	 (Burnished Bronze)

BK	 (Gloss Black)

BLU	 (Blue)

DVG	 (Dove Gray)

FLG	 (Flannel Gray)

LG	 (Lime Green)

MB	 (Matte Black)

MBL	 (Midnight Blue)

PNA	 (Painted Natural Aluminum)

PNC   (Painted Natural Copper) 

RD	 (Red)

14508 Nelson Ave. City of Industry, CA 91744  •  tel: 626.336.4511  •  fax: 626.330.4266  •  www.TroyRLM.com
©2020 Troy-RLM Lighting, A Division of Troy-CSL Lighting, Inc.
All rights reserved. Subject to change without notice.

Catalog #:

Project: Type:

Date: Notes:

ARCHETYPE
Aluminum Shade
with Glass and Guard Options

Spec-00022 Revised 03/27/2020
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Submitted by Lucas Ford III

Job Name: 
Enmarket Ribaut

Catalog Number:
AR14 LED1840 GA FGWGC 2

Notes: 

Type: 

M
LFA-LUCAS321-12661

3-1/4” 4-1/4”

Glass Enclosure
•• Glass is available in clear (-CG) and frosted (-FG)

Wire Cage with Glass Enclosure
•• Wire cage can be specified in all standard and specialized finishes, 

and will match shade finish unless otherwise specified 
(Note: For galvanized shade finishes, wire cage is finished in Painted 
Natural Aluminum)

•• Glass is available in clear (-CGWC) and frosted (-FGWC)

Cast Guard with Glass Enclosure
•• Cast guard can be specified in all standard and specialized finishes, 

and will match shade finish unless otherwise specified 
(Note: For galvanized shade finishes, cast guard is unfinished Raw 
Aluminum)

•• Glass is available in clear (-CGG) and frosted (-FGG)

4”

14508 Nelson Ave. City of Industry, CA 91744  •  tel: 626.336.4511  •  fax: 626.330.4266  •  www.TroyRLM.com
©2020 Troy-RLM Lighting, A Division of Troy-CSL Lighting, Inc.
All rights reserved. Subject to change without notice.
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Submitted by Lucas Ford III

Job Name: 
Enmarket Ribaut

Catalog Number:
2W1GA

Notes: 

Type: 

M
LFA-LUCAS321-12661

Traditional Wall Mount

Single Post Mount

PM4946

P8683 P8684

PM8685

Double Post Mount

29-1/2”

23”

14-3/4”

23”

12-7/8”

14-5/8”

9-1/4”

11-1/2”

20”

5-3/4”2-3/4”

6-3/4”

6-3/4”

4-5/8”

96”
or

120”

33”

68-3/4”

96”
or

120”

12”

120º
9-1/4”7-3/4”

4-1/2”

9”

7”

Note: Must be used with 
aluminum post (P8684)

Post / Wall Mount Order Matrix  (Example: 2W1TBZ)

Pipe Mount Type Finish Input Voltage

2 (1/2” IP) P1
P2
W1

(Single Post Mount)
(Double Post Mount)
(Traditional Wall Mount)

ABL
BB
BK
BLU
DVG
FLG
GA
LG
MB
MBL
PNA
PNC
RD
SGR
SGW
SND
SS
TBZ
TGP
TNG
TTL
WT

(Aegean Blue) 
(Burnished Bronze) 
(Gloss Black)
(Blue)
(Dove Gray)
(Flannel Gray)
(Galvanized)
(Lime Green)
(Matte Black)
(Midnight Blue)
(Painted Natural Aluminum)
(Painted Natural Copper)
(Red)
(Sage Green)
(Semi Gloss White)
(Sand)
(Satin Silver)
(Textured Bronze)
(Textured Graphite)
(Tangerine)
(Tahitian Teal) 
(Gloss White)

(blank)
-275

(120V)
(277V)

5.   Post mount only

Post Type Order Matrix  (Example: P8683-96TBZ)

Post Type Finish

PM4946
P8683-96
P8683-120
P8684-96
P8684-120
PM8685

(Cast Aluminum Post)
(Cast Aluminum Base w/ 96” Aluminum Post)
(Cast Aluminum Base w/ 120” Aluminum Post)
(96” Straight Aluminum Post)
(120” Straight Aluminum Post)
(Cast Aluminum Pier Mount - must be used 
with straight aluminum post, P8684

ABL
BB
BK
BLU
DVG
FLG
GA
LG
MB
MBL
PNA
PNC
RD
SGR
SGW
SND
SS
TBZ
TGP
TNG
TTL
WT

(Aegean Blue) 
(Burnished Bronze) 
(Gloss Black)
(Blue)
(Dove Gray)
(Flannel Gray)
(Galvanized)
(Lime Green)
(Matte Black)
(Midnight Blue)
(Painted Natural Aluminum)
(Painted Natural Copper)
(Red)
(Sage Green)
(Semi Gloss White)
(Sand)
(Satin Silver)
(Textured Bronze)
(Textured Graphite)
(Tangerine)
(Tahitian Teal) 
(Gloss White)

Standard Finishes

ABL	 (Aegean Blue)

BB	 (Burnished Bronze)

BK	 (Gloss Black)

BLU	 (Blue)

DVG	 (Dove Gray)

FLG	 (Flannel Gray)

LG	 (Lime Green)

MB	 (Matte Black)

MBL	 (Midnight Blue)  

PNA	 (Painted Natural Aluminum)

PNC	 (Painted Natural Copper)

RD	 (Red)

SGR	 (Sage Green)

SGW	 (Semi Gloss White)

SND	 (Sand)

SS	 (Satin Silver)

TBZ	 (Textured Bronze)

TGP	 (Textured Graphite)

TNG	 (Tangerine)

TTL	 (Tahitian Teal)

WT	 (Gloss White)

Specialty Finishes

GA	 (Galvanized)

14508 Nelson Ave. City of Industry, CA 91744  •  tel: 626.336.4511  •  fax: 626.330.4266  •  www.TroyRLM.com
©2020 Troy-RLM Lighting, A Division of Troy-CSL Lighting, Inc.
All rights reserved. Subject to change without notice.
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Submitted by Lucas Ford III

Job Name: 
Enmarket Ribaut

Catalog Number:
WPSLL LED 6L UNV DIM 50 BZA

Notes: 

Type: 

N/W
LFA-LUCAS321-12661

Catalog # : Project :

Date :Prepared By :

LSI Industries Inc. 10000 Alliance Rd. Cincinnati, OH 45242 • www.lsi-industries.com • (513) 372-3200 • ©LSI Industries Inc. All Rights Reserved. 09/18/18

Dimensions

Features & Specifications

The Slim Wall Light Series has 
a slim, low profile design with 

attractive architectural styling. A 
quick and easy mounting system 

is bottom hinged to prevent 
leakage. The LED placement and 

mounting position results in a 
glare free design. 

Optical System
• High-performance Chip On Board (COB) LEDs behind clear tempered 

glass for maximum light output.
• 3000K | 4000K | 5000K color temperatures.
• Minimum CRI of 71.
• Zero uplight.

Electrical
•	High-performance driver features over-voltage, under voltage,  

short-circuit and over temperature protection.
•	0-10 volt dimming (10% - 100%) standard.
•	Standard Universal Voltage (120-277 Vac) Input 50/60 Hz 
•	L70 Calculated Life: >100k Hours
•	Total harmonic distortion: <20%
•	Power factor: >.85
•	Input power stays constant over life.
•	Driver Off-State Power is 0 watts.
•	Chip On Board (COB) LEDs with integrated circuit board mounted directly 

to the housing to maximize heat dissipation and promote long life.
•	Components are fully encased in potting material for moisture 

resistance. Driver complies with FCC standards. Driver and key electronic 
components can easily be accessed.

•	Minimum 2.5kV surge rating

Controls
•	Optional 120V electronic button Photocontol.
•	Apertures for field or factory installed photocontrol.

Deep back housing required for 
emergency battery back up

WPSLL Series 
Large LED Slim Wall Pack

 5.25 
 3.75 

 8.88 

 9.40 

 6.62"
 2.89"
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Submitted by Lucas Ford III

Job Name: 
Enmarket Ribaut

Catalog Number:
WPSLL LED 6L UNV DIM 50 BZA

Notes: 

Type: 

N/W
LFA-LUCAS321-12661

09/18/18LSI Industries Inc. 10000 Alliance Rd. Cincinnati, OH 45242 • www.lsi-industries.com • (513) 372-3200 • ©LSI Industries Inc. All Rights Reserved.

Features & Specifications (Cont.)

Luminaire Ordering Guide

Performance

Energy Savings

Construction
•	Rigid Precision Die cast-aluminum housing for durability and 

consistency.
•	Vertical fins serve as a heat sink and resist accumulation of dust and 

debris.
•	The Patent Pending thermal stacking heat removal technology extracts 

heat from within the housing moving it away from LEDs and integral 
components.

•	Luminaire hinges open from the bottom to prevent leakage.
•	Luminaire is proudly manufactured and tested in the U.S.
•	Fixtures are finished with LSI’s DuraGrip® polyester powder coat 

finishing process. The DuraGrip finish withstands extreme weather 
changes without cracking or peeling. Other standard LSI finishes 
available. Consult factory

•	Add sux CWBB for Emergency Battery Back Up. Provides emergency 
illumination (1,580 lumens) for a minimum of 90 minutes. 
Requires deep back housing.

•	Shipping weight: 7.9 lbs in carton.

Installation
•	Surface mounts direct to J-box or wall.
•	Features a bubble level and removable hinged face frame for ease of 

installation.

Warranty
•	LSI LED Fixtures carry a 5-year warranty.
•	1 Year warranty on optional Button Photocell.

Listings
•	Listed to UL 1598 and UL 8750.
•	CSA Listed
•	RoHS Compliant.
•	DesignLights Consortium® (DLC) qualified product. Not all versions 

of this product may be DLC qualified. Please check the DLC Qualified 
Products List at www.designlights.org/QPL to confirm which versions 
are qualified.

•	American Recovery and Reinvestment Act Funding Compliant.
•	Suitable For Wet Locations.

TYPICAL ORDER EXAMPLE:

Family
Prefix Lumen Package Color Temp Controls Options Finishes

WPSLL - Large Slim Wall Pack 4L - 4000 Lumens*
6L - 6000 Lumens
8L - 8000 Lumens

*For emergency back-up only

30 - 3000K
40 - 4000K
50 - 5000K

PC120 - 120V Photocontrol
PM208-277 - 208-277V Photocontrol

CWBB - Emergency Back-up BZA - Bronze
WHT - White
BLK - Black

Lumens

3000K 4000K 5000K

Wattage
Delivered 
Lumens Efficacy

Delivered 
Lumens Efficacy

Delivered 
Lumens Efficacy

4L 4147 110.74 4147 110.74 4853 130.34 40*

6L 6513 111.93 6513 111.93 7401 128.08 60

8L 8060 106.01 8060 106.01 9332 121.81 80

LED HID

Wattage
Annual 

Cost
Source  

Wattage

Total 
Wattage 

Used
Annual 

Cost
Annual 
Savings

40* $18

100 129 $77 $59

150 185 $100 $82

175 210 $112 $94

60 $26

200 232 $128 $102

250 285 $150 $124

400 458 $226 $200

80 $35

200 232 $128 $93

250 285 $150 $115

400 458 $226 $191

*For emergency back-up only

*For emergency back-up only

WPSLL	 LED	 6L UNV DIM	 30	 PC120	 BZA

WPSLL Series 
Large LED Slim Wall Pack
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Job Name: 
Enmarket Ribaut

Catalog Number:
SCV LED 23L SCFT UNV DIM 50
WHT
Notes: Canopy

Type: 

A
LFA-LUCAS321-12661

Catalog # : Project :
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damp location

Scottsdale® Vertex™ -  SCV
Petroleum Canopy LED Luminaire

The Scottsdale® Vertex™ is the most 

feature-rich canopy fixture in the 

marketplace. Innovations such as 

combined optical distributions, multiple 

lumen packages, field serviceability and 

simple installation make this fixture the 

ideal canopy solution. Its exceptional 

design and performance are backed by 

LSI’s best-in-class customer service.

Dimensions

ARRA
Funding Compliant

Features & Specifications
Optical System
• Proprietary silicone refractor optics provide exceptional coverage and

uniformity in Symmetrical or Combination Forward Throw distributions.
• State-of-the-art silicone optics deliver industry leading optical control with

an integrated gasket to provide an IP65 rated sealed optical chamber in one
component.

• Silicone optical material does not yellow or crack with age and provides a
minimum light transmittance of 93%.

• Available in 5000K and 4000K (+/- 275K) color temperatures.
• Minimum CRI of 70.

Electrical 
• High-performance driver features over-voltage, under-voltage, short-circuit

and over temperature protection.
• 0-10V dimming (10% - 100%) standard.
• Standard Universal Voltage (120-277 Vac) Input 50/60 Hz or optional High

Voltage (347-480 Vac).
• L80 Calculated Life: >100k Hours (See Lumen Maintenance on Page 2)
• Total harmonic distortion: <20%
• Operating temperature:  -40°C to +50°C (-40°F to +122°F) when mounted to

Steel/Aluminum surfaces for 10L, 13L, & 15L Lumen Packages, +45°C for 
20L Lumen Package, and +40°C for 23L Lumen Package. If mounted to a 
non-metallic surface, reduce ambient by 5°C.

• Power factor: >0.90
• Input power stays constant over life.

IP65

 2.1”
(54mm)

15.9”
(403mm)

13.5” (343mm)

13.5”
(343mm)

2.9”
(74mm)

1.0”
(25mm)

9.75”
(248mm)

gasket3/4” NPS

Top View

Locking Collar
Aluminum locking collar and 
gasket are included and re-
quired for complete seal and 
support of canopy deck.

Conduit Stem Kit
Threaded 5” x 3/4” Conduit Stem and 
hardware are included to make retro-
fitting even easier by allowing the use 
of existing driver boxes and wiring 
connections on top of canopy.

Assembled in USA by an American workforce of American and foreign parts using state-of-the-art equipment at our award-winning manufacturing facility in Ohio. Meets Buy American requirements within the ARRA.
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Job Name: 
Enmarket Ribaut

Catalog Number:
SCV LED 23L SCFT UNV DIM 50
WHT
Notes: Canopy

Type: 

A
LFA-LUCAS321-12661
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 Scottsdale® Vertex™ -  SCV
Petroleum Canopy LED Luminaire

PerformanceFeatures & Specifications (Cont.)
Electrical (continued)
• Field replaceable surge protection device meets a minimum Category C Low

operation (per ANSI/IEEE C62.41.2).
• High-efficacy LEDs are mounted to (4) circuit boards to maximize heat

dissipation
• Components are fully encased in potting material for moisture resistance.

Driver complies with FCC standards.
• A single fastener secures access door to driver and key components and

provides quick & easy access to the electrical compartment for servicing.

Construction
• Rugged low-profile die-cast aluminum housing, optical unit, and driver cover.
• Ultra-slim 2” luminaire height and lightweight design effectively target a

broad range of applications and allow for easy installations.
• Below canopy access to optical chamber and driver housing for serviceability.
• IP65 rated optical unit protects integral components from low pressure water

jets from any direction.
• Luminaire is proudly manufactured in the U.S. of U.S. and imported parts.
• Fixtures are finished with LSI’s DuraGrip® polyester powder coat finishing

process. The DuraGrip finish withstands extreme weather changes without
cracking or peeling. Other standard LSI finishes available. Consult factory.

• Shipping weight:  15 lbs in carton.

Hazardous Location 
• �Designed for lighter than air fuel applications. Product is suitable for Class

1 Division 2 with all lumen packages and distributions only when properly 
installed per LSI installation instructions.  
T5 Temperature Classification – The surface temperature of this product will 
not rise above 100°C., within a 40°C ambient. 
Gas Groups A,B,C, and D – Group A: Acetylene / Group B: Hydrogen / Group 
C: Propane and Ethylene / Group D: Benzene, Butane, Methane & Propane.

Controls
• Optional integral passive infrared motion and daylight sensor activates

switching of luminaire light levels (see page 5 for details).
• LSI’s AirLink™ wireless control system options reduce energy and

maintenance costs while optimizing light quality 24/7 (see page 6 for details).

Installation
• Installs in a 12” or 16” deck pan.
• Four fasteners are provided with the fixture for using sing deck, metallic

canopy substrates only when classified as suitable for use by installing
professional otherwise suitable fasteners should be provided by others.

• Unit is designed to quickly retrofit into existing Scottsdale (4”) hole.
• Aluminum locking collar and gasket are included and required for complete seal

and support of canopy deck.
• Retrofit panels are available for existing Encores, Richmond, 2x2 Universal,

and more (see accessories on page 3).

Warranty
• LSI LED Fixtures carry a 5-year warranty or 10-year warranty with

registration for petroleum applications only (contact your LSI representative
for details).

Listings
• Listed to UL 1598 and UL 8750.
• RoHS Compliant.
• State of California Title 24 Compliant with IMS or ALSC/ALSCS option.
• American Recovery and Reinvestment Act Funding Compliant.
• Lighting Facts Approved.
• IP65 Rated Optical Unit.
• DesignLights Consortium® (DLC) qualified product. Not all versions of this

product may be DLC qualified. Please check the DLC Qualified Products List
at www.designlights.org/QPL to confirm which versions are qualified.

SC DISTRIBUTION RECOMMENDED LUMEN MAINTENANCE1

Ambient
Temperature

Lumen Multiplier

0 hrs.2C 25K hrs.2 50K hrs.2 75K hrs.3 100K hrs.3

25 1.00 0.96 0.92 0.88 0.84

30 1.00 0.96 0.91 0.87 0.83

35 1.00 0.96 0.91 0.87 0.83

40 1.00 0.96 0.91 0.87 0.83

45 1.00 0.96 0.91 0.87 0.82

1 - Lumen maintenance values at 25˚C are calculated per TM-21 based on LM-80 data and 
in-situ luminaire testing.

2 - In accordance with IESNA TM-21-11, Projected Values represent interpolated value based 
on time durations that are within six times (6X) the IESNA LM-80-08 total test duration 
(in hours) for the device under testing ((DUT) i.e. the packaged LED chip).

3 - In accordance with IESNA TM-21-11, Calculated Values represent time durations that 
exceed six times NA LM-80-08 total test duration (in hours) for the device under testing 
((DUT) i.e. the packaged LED chip).

*Electrical data at 25C (77F). Actual wattage may differ by +/-10%. 

ELECTRICAL DATA - Current Draw (Amps)*
120V 240V 277VLumens 208V 347V 480V

10L 0.55 0.32 0.28 0.24 0.19 0.14

13L 0.70 0.41 0.35 0.30 0.24 0.18

15L 0.86 0.50 0.43 0.37 0.30 0.21

20L 1.09 0.63 0.54 0.47 0.38 0.27

23L (SC) 1.27 0.73 0.64 0.55 0.44 0.32

23L (SCFT) 1.60 0.92 0.80 0.69 0.55 0.40

DELIVERED LUMENS* 

Wattage

4000K 5000K

*LED Chips are frequently updated therefore values are nominal.

Lumens Efficacy
Delivered
Lumens

10L 10,218 156 10,306 156 66

13L 12,793 153 12,933 153 84

15L 15,209 150 15,411 150 103

20L 20,083 153 20,141 155 130

23L (SC) 22,652 149 23,150 152 153

23L (SCFT) N/A N/A 24,361 127 192

Efficacy
Delivered
Lumens

SCFT DISTRIBUTION RECOMMENDED LUMEN MAINTENANCE1

Ambient
Temperature

Lumen Multiplier

0 hrs.2C 25K hrs.2 50K hrs.2 75K hrs.3 100K hrs.3

25 1.00 1.00 1.00 0.99 0.99

30 1.00 1.00 0.99 0.99 0.99

35 1.00 1.00 0.99 0.99 0.99

40 1.00 1.00 0.99 0.99 0.99

1 - Lumen maintenance values at 25˚C are calculated per TM-21 based on LM-80 data and 
in-situ luminaire testing.

2 - In accordance with IESNA TM-21-11, Projected Values represent interpolated value based 
on time durations that are within six times (6X) the IESNA LM-80-08 total test duration 
(in hours) for the device under testing ((DUT) i.e. the packaged LED chip).

3 - In accordance with IESNA TM-21-11, Calculated Values represent time durations that 
exceed six times NA LM-80-08 total test duration (in hours) for the device under testing 
((DUT) i.e. the packaged LED chip).
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  Scottsdale® Vertex™ -  SCV
Petroleum Canopy LED Luminaire

Luminaire Ordering Guide

FOOTNOTES:
1 - Only available in 23L lumen package at 5000K color temperature. Listed under the DLC “Specialty” category.
2 - Consult factory on lead times for 4000K CCT.
3 - Consult factory for HV with AirLink Synapse Wireless Control System.
4 - IMS is a dual sensor (Daylight & Motion) which is field adjustable via IMS hand held remote configurator tool, which must be ordered separately. 
5 - Not compatible with external dimming.
6 - Ideal for 9” to 12” openings.
7 - Ideal for 9” openings.

Accessory Ordering Information

Description Order Number Description Order Number

Retrofit Panel Kit - EC / ECTA / SCF to SCV, for 16” Deck Panel with larger openings6 673425 26” X 32” Beauty Plate Kit (with 4” Center hole) 564160WHT

Retrofit Panel Kit - EC / ECTA / SCF to SCV, for 12” Deck Panel7 676011 Junction Box 687461

Retrofit Panel Kit - RECU Richmond to SCV 673426 Kit - Hole Plugs and Sealant (enough for 25 retrofits) 1320540

Retrofit Panel Kit - UNV Universal 2x2 to SCV 673427 Rectangular Top Plate Kit (includes top plate and sealant) 678291WHT

Retrofit 2x2 Cover Panel Blank (no holes) 357282 Surface Mount Box 673433

Retrofit RIC Cover Panel Blank (no holes) 354702 IMS/PC Remote Configurator Tool 584929

26” X 26” Beauty Plate Kit (with 4” Center hole) 557193WHT

TYPICAL ORDER EXAMPLE: SCV  LED  13L  SC  UNV  DIM  50  WHT  IMS
Family /

Size
LED
Gen

Lumen
Package* Distribution Voltage Driver

Color
Temperature Finish Controls

SCV - Petroleum 

Canopy Luminaire

LED 10L - 10000 Lumens

13L - 13000 Lumens

15L - 15000 Lumens

20L - 20000 Lumens

23L - 23000 Lumens

23L - 23000 Lumens

SC - Standard 
Symmetric

SCFT1 - Combination 
Standard Symmetric 
and Forward Throw

UNV - 

120-277V

HV -

347-480V

DIM - Dims to 10% 

(0 to 10V dimming)

40 - 4000K2

50 - 5000K

WHT - White

BLK - Black

BRZ - Bronze

Consult factory for additional 
paint finishes

Blank - NONE

IMS4,5 - Integral Motion & 
Daylight Sensor

 ALSC3 - AirLink Synapse 
Wireless Control System

ALSCS3 - AirLink Synapse 
Wireless Control System with 

Sensor
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  Scottsdale® Vertex™ -  SCV
Petroleum Canopy LED Luminaire

Luminaire Ordering Guide

FOOTNOTES:
1 - Only available in 23L lumen package at 5000K color temperature. Listed under the DLC “Specialty” category.
2 - Consult factory on lead times for 4000K CCT.
3 - Consult factory for HV with AirLink Synapse Wireless Control System.
4 - IMS is a dual sensor (Daylight & Motion) which is field adjustable via IMS hand held remote configurator tool, which must be ordered separately. 
5 - Not compatible with external dimming.
6 - Ideal for 9” to 12” openings.
7 - Ideal for 9” openings.

Accessory Ordering Information

Description Order Number Description Order Number

Retrofit Panel Kit - EC / ECTA / SCF to SCV, for 16” Deck Panel with larger openings6 673425 26” X 32” Beauty Plate Kit (with 4” Center hole) 564160WHT

Retrofit Panel Kit - EC / ECTA / SCF to SCV, for 12” Deck Panel7 676011 Junction Box 687461

Retrofit Panel Kit - RECU Richmond to SCV 673426 Kit - Hole Plugs and Sealant (enough for 25 retrofits) 1320540

Retrofit Panel Kit - UNV Universal 2x2 to SCV 673427 Rectangular Top Plate Kit (includes top plate and sealant) 678291WHT

Retrofit 2x2 Cover Panel Blank (no holes) 357282 Surface Mount Box 673433

Retrofit RIC Cover Panel Blank (no holes) 354702 IMS/PC Remote Configurator Tool 584929

26” X 26” Beauty Plate Kit (with 4” Center hole) 557193WHT

TYPICAL ORDER EXAMPLE: SCV  LED  13L  SC  UNV  DIM  50  WHT  IMS
Family /

Size
LED
Gen

Lumen
Package* Distribution Voltage Driver

Color
Temperature Finish Controls

SCV - Petroleum 

Canopy Luminaire

LED 10L - 10000 Lumens

13L - 13000 Lumens

15L - 15000 Lumens

20L - 20000 Lumens

23L - 23000 Lumens

23L - 23000 Lumens

SC - Standard 
Symmetric

SCFT1 - Combination 
Standard Symmetric 
and Forward Throw

UNV - 

120-277V

HV -

347-480V

DIM - Dims to 10% 

(0 to 10V dimming)

40 - 4000K2

50 - 5000K

WHT - White

BLK - Black

BRZ - Bronze

Consult factory for additional 
paint finishes

Blank - NONE

IMS4,5 - Integral Motion & 
Daylight Sensor

 ALSC3 - AirLink Synapse 
Wireless Control System

ALSCS3 - AirLink Synapse 
Wireless Control System with 

Sensor
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ARRA
Funding CompliantFeatures & Specifications

Optical System
• State-of-the-Art one piece silicone optic sheet delivers industry leading

optical control with an integrated gasket to provide IP66 rated sealed optical
chamber in 1 component.

• Proprietary silicone refractor optics provide exceptional coverage and
uniformity in IES Types 2, 3, 5W, FT and FTA.

• Silicone optical material does not yellow or crack with age and provides a
typical light transmittance of 93%.

• Zero uplight.
• Available in 5000K, 4000K, 3000K, 2700K and Amber color temperatures

per ANSI C78.377.
• Minimum CRI of 70. Optional 80 CRI available, consult factory for lead time.
• Integral Louver (IL) option available for improved back-light control without

sacrificing street side performance. See page 5 for more details.

Electrical 
• High-performance driver features over-voltage, under-voltage, short-circuit

and over temperature protection.
• 0-10V dimming (10% - 100%) standard.
• Standard Universal Voltage (120-277 Vac) Input 50/60 Hz or optional High

Voltage (347-480 Vac).
• L80 Calculated Life: >100k Hours (See Lumen Maintenance on Page 3)
• Total harmonic distortion: <20%
• Operating temperature:  -40°C to +50°C (-40°F to +122°F). 42L lumen

package rated to +40ºC.
• Power factor: >.90
• Input power stays constant over life.
• Field replaceable surge protection device meets a minimum Category C Low

operation (per ANSI/IEEE C62.41.2).
• High-efficacy LEDs mounted to metal-core circuit board to maximize heat

dissipation
• Terminal block provided accepts up to 10ga wire.
• Components are fully encased in potting material for moisture resistance.

Driver complies with FCC standards. Driver and key electronic components
can easily be accessed.

Slice Medium - SLM
Outdoor LED Area Light

The Slice’s sleek design makes it perfectly-
suited for Commercial & Industrial 

applications, while its cost-effective 
die-cast aluminum housing makes its 
acquisition cost very competitive. The 
Slice offers high performance silicone 

optics, die cast aluminum housing, 42,000+ 
lumens and is available with integral Airlink 

Synapse controls.

Product Dimensions

IP66

4 15/16"
(126mm)

16"
(407mm)

13-3/8"
(340mm)

28-11/16" (729mm)

2.4" (61mm)

ø.88" (22mm)

1.2" (30mm)

IMS Motion &
Daylight Sensor

Bottom View Top View

Photo Control
Receptacle
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Slice Medium - SLM
Outdoor LED Area Light

PerformanceFeatures & Specifications (Cont.)
Construction
•	Rugged die-cast aluminum housing contains factory prewired driver and 

optical unit. Cast aluminum wiring access door located underneath.
• Designed to mount to square poles.
• Luminaire is proudly manufactured in the U.S.of U.S. and imported parts.
• IP66 rated luminaire protects integral components from harsh 

environments.
• 3G rated for ANSI C136.31 high vibration applications
• Fixtures are finished with LSI’s DuraGrip® polyester powder coat finishing 

process. The DuraGrip finish withstands extreme weather changes without 
cracking or peeling. Other standard LSI finishes available. Consult factory.

• Shipping weight:  30 lbs in carton.

Controls
• Optional integral passive infrared motion and daylight sensor activates 

switching of luminaire light levels (see page 6 for more details).
• 7-pin ANSI C136.41-2013 photocontrol receptacle option available for twist 

lock photocontrols or wireless control modules.
• LSI’s AirLink™ wireless control system options reduce energy and 

maintenance costs while optimizing light quality 24/7. (see page 6 for more 
details)

Installation
• A single fastener secures the hinged door, underneath the housing and 

provides quick & easy access to the electrical compartment for installing/
servicing.

• Included terminal block provides quick and easy on-site wiring.
• Utilizes LSI’s traditional 3” drill pattern for easy fastening of LSI products. 

(See drawing on page 1) 

Warranty
• LSI LED Fixtures carry a 5-year warranty.

Listings
• Listed to UL 1598 and UL 8750.
• RoHS Compliant. 
• American Recovery and Reinvestment Act Funding Compliant.
• IDA compliant; with 3000K color temperature selection.
• Suitable For wet Locations.
• IP66 rated Luminaire. IP66 rated optical chamber.
• 3G rated for ANSI C136.31 high vibration applications

LUMINAIRE EPA CHART - SLM
Single

D180°

D90°

T90°

TN120°

Q90°

0.6

1.1

0.9

1.9

1.9

2.1

ELECTRICAL DATA*
Watts 208V 240VLumens 120V 277V 347V

9L 68.2 0.6A 0.3A 0.3A 0.2A 0.2A 0.1A

12L 93.1 0.8A 0.4A 0.4A 0.3A 0.3A 0.2A

18L 148.5 1.2A 0.7A 0.6A 0.5A 0.4A 0.3A

24L 188.8 1.6A 0.9A 0.8A 0.7A 0.5A 0.4A

30L 248.6 2.1A 1.2A 1.0A 0.9A 0.7A 0.5A

36L 317.8 2.6A 1.5A 1.3A 1.1A 0.9A 0.7A

42L 393.4 3.3A 1.9A 1.6A 1.4A 1.1A 0.8A

480V

*Electrical data at 25C (77F). Actual wattage may differ by +/-10%

RECOMMENDED LUMEN MAINTENANCE1(24-42L)
75 hr325 hr2 50 hr2

0-40 C 100% 100% 97% 94% 92%

Initial2Ambient 100 hr3

RECOMMENDED LUMEN MAINTENANCE1(9-18L)
75 hr325 hr2 50 hr2

0-50 C 100% 96% 91% 87% 83%

Initial2Ambient 100 hr3

1- Lumen maintenance values at 25C are calculated per TM-21 based on LM-80 data and in-situ testing.
2- In accordance with IESNA TM-21-11, Projected Values represent interpolated value based on time 

durations that are within six times the IESNA LM-80-08 total test duration for the device under testing.
3- In accordance with IESNA TM-21-11, Calculated Values represent time durations that exceed six times the 

IESNA LM-80-08 total test duration for the device under testing

Slice ALSCH Satelite #
Input Current (Amps) Satelites Supported

VAC 42L 36L     30L     24L      18L      12L      9L        42L      36L     30L      24L     18L     12L     9L

110 3.6 2.9      2.3       1.7      1.4       0.8      0.6        0         0          1         1          2         4         4

120 3.4 2.6      2.1       1.6      1.2       0.8      0.6        0         0          1         2          2         4         4

208 1.9 1.5      1.2       0.9      0.7       0.4      0.3        1         2          3         4          4         4         4

240 1.6 1.3      1.0       0.8      0.6       0.4      0.3        1         2          3         4          4         4         4

277 1.4 1.1      0.9       0.7      0.5       0.3      0.2        2         3          4         4          4         4         4

347 1.1 0.9      0.7       0.5      0.4       0.3      0.2        3         4          4         4          4         4         4

480 0.8 0.7      0.5       0.4      0.3       0.2      0.1        4         4          4         4          4         4         4

Specifications and
dimensions subject to
change without notice.
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Slice Medium - SLM
Outdoor LED Area Light

*LED Chips are frequently updated therefore values are nominal

CRI
Delivered
Lumens Efficacy BUG Rating

Delivered
Lumens

70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70

18L

24L

09L

12L

Lumen
Package Distribution

3000K CCT 4000K CCT

70
70
70
70
70
70
70
70
70
70
70
70
70
70
70
70

36L

42L

Efficacy BUG Rating
Delivered
Lumens Efficacy BUG Rating Wattage

5000K CCT

70
70
70
70

2
2 - IL

3
3 - IL
5W
FT

FT- IL
FTA

FTA - IL
2

2 - IL
3

3 - IL
5W
FT

FT- IL
FTA

FTA - IL
2

2 - IL
3

3 - IL
5W
FT

FT - IL
FTA

FTA - IL
2

2 - IL
3

3 - IL
5W
FT

FT - IL
FTA

FTA - IL
2

2 - IL
3

3 - IL
5W
FT

FT- IL
FTA

FTA - IL
2

2 - IL
3

3 - IL
5W
FT

FT- IL
FTA

FTA - IL
2

2 - IL
3

3 - IL
5W
FT

FT- IL
FTA

FTA - IL

8956
5632
9088
6608
8431
9046
5782
8993
6847

11842
7447

12017
8738

11149
11962

7645
11891

9053
17722
11144
17984
13077
16685
17901
11441
17796
13549
24122
14595
24945
17364
22673
24276
15254
24715
16738
30286
18324
31319
21801
28843
30479
19152
31030
21015
36082
21831
37313
25974
34363
36313
22817
36969
25037
41060
24843
42461
29557
39104
41323
25965
42069
28491

131
81

133
95

123
133

84
131

99
127

80
129

94
120
128

82
128

97
119

75
121

88
112
121

77
120

91
128

78
132

92
122
129

81
131

89
122

74
126

88
116
123

77
125

85
114

69
117

82
108
114

72
116

79
104

63
108

75
99

105
66

107
72

B2-U0-G2
B1-U0-G1
B2-U0-G2
B0-U0-G2
B3-U0-G2
B2-U0-G2
B0-U0-G2
B2-U0-G2
B1-U0-G1
B3-U0-G2
B1-U0-G2
B2-U0-G2
B0-U0-G2
B4-U0-G2
B2-U0-G2
B0-U0-G2
B3-U0-G3
B1-U0-G1
B3-U0-G3
B1-U0-G2
B2-U0-G3
B1-U0-G2
B4-U0-G2
B3-U0-G3
B1-U0-G3
B3-U0-G3
B1-U0-G2
B4-U0-G3
B1-U0-G2
B3-U0-G3
B1-U0-G3
B5-U0-G3
B3-U0-G4
B1-U0-G3
B3-U0-G3
B1-U0-G2
B4-U0-G3
B1-U0-G2
B3-U0-G4
B1-U0-G4
B5-U0-G3
B3-U0-G4
B1-U0-G3
B3-U0-G3
B1-U0-G2
B4-U0-G4
B2-U0-G3
B3-U0-G4
B1-U0-G4
B5-U0-G4
B3-U0-G5
B1-U0-G4
B4-U0-G4
B1-U0-G2
B5-U0-G4
B2-U0-G3
B4-U0-G5
B1-U0-G4
B5-U0-G4
B4-U0-G5
B1-U0-G4
B4-U0-G4
B1-U0-G2

9427
5928
9566
6956
8875
9522
6086
9466
7207

12465
7839

12649
9198

11735
12591

8048
12517

9530
18655
11731
18930
13765
17563
18843
12044
18732
14262
24851
15036
25699
17889
23667
25010
15715
25462
17244
31201
18878
32266
22460
29715
31401
19731
31969
21650
37173
22491
38442
26759
35402
37411
23507
38087
25794
42301
25594
43745
30451
40286
42572
26750
43341
29353

138
86

140
101
130
140

88
138
104
134

84
136

99
126
135

86
134
102
126

79
127

93
118
127

81
126

96
132

80
136

95
125
132

84
135

92
126

76
130

90
120
126

79
129

87
117

71
121

84
111
118

74
120

81
108

65
111

77
102
108

68
110

75

B2-U0-G2
B1-U0-G1
B2-U0-G2
B0-U0-G2
B3-U0-G2
B2-U0-G2
B0-U0-G2
B2-U0-G2
B1-U0-G1
B3-U0-G2
B1-U0-G1
B2-U0-G2
B0-U0-G2
B4-U0-G2
B2-U0-G2
B1-U0-G2
B3-U0-G3
B1-U0-G1
B3-U0-G3
B1-U0-G2
B3-U0-G3
B1-U0-G2
B4-U0-G2
B3-U0-G3
B1-U0-G3
B3-U0-G3
B1-U0-G2
B4-U0-G3
B1-U0-G2
B3-U0-G4
B1-U0-G3
B5-U0-G3
B3-U0-G4
B1-U0-G3
B3-U0-G3
B1-U0-G2
B4-U0-G3
B1-U0-G2
B3-U0-G4
B1-U0-G4
B5-U0-G3
B3-U0-G4
B1-U0-G3
B4-U0-G3
B1-U0-G2
B4-U0-G4
B2-U0-G3
B3-U0-G4
B1-U0-G4
B5-U0-G4
B4-U0-G5
B1-U0-G4
B4-U0-G4
B1-U0-G2
B5-U0-G4
B2-U0-G3
B4-U0-G5
B1-U0-G4
B5-U0-G4
B4-U0-G5
B1-U0-G4
B4-U0-G4
B1-U0-G3

9838
6186
9983
7259
9262
9937
6351
9879
7521

13009
8180

13200
9599

12247
13140

8398
13062

9945
19468
12242
19755
14365
18328
19664
12568
19549
14883
25119
15198
25976
18082
23823
25280
15885
25737
17430
31538
19082
32614
22703
30036
31740
19944
32314
21884
37574
22734
38857
27048
35784
37815
23761
38498
26073
42758
25871
44217
30779
40721
43032
27039
43809
29670

144
89

146
105
135
146

92
144
109
140

88
142
103
132
141

90
140
107
131

82
133

97
123
132

85
132
100
133

81
138

96
127
134

85
136

93
127

77
131

91
121
128

80
130

88
118

72
122

85
113
119

75
121

82
109

66
112

78
104
109

69
111

75

B2-U0-G2
B1-U0-G1
B2-U0-G2
B0-U0-G2
B3-U0-G2
B2-U0-G2
B0-U0-G2
B2-U0-G2
B1-U0-G1
B3-U0-G2
B1-U0-G1
B2-U0-G2
B0-U0-G2
B4-U0-G2
B2-U0-G3
B1-U0-G2
B3-U0-G3
B1-U0-G1
B3-U0-G3
B1-U0-G2
B3-U0-G3
B1-U0-G3
B4-U0-G2
B3-U0-G4
B1-U0-G3
B3-U0-G3
B1-U0-G2
B4-U0-G3
B1-U0-G2
B3-U0-G4
B1-U0-G3
B5-U0-G3
B3-U0-G4
B1-U0-G3
B3-U0-G3
B1-U0-G2
B1-U0-G2
B1-U0-G2
B3-U0-G4
B1-U0-G4
B5-U0-G4
B3-U0-G5
B1-U0-G4
B4-U0-G3
B1-U0-G2
B4-U0-G4
B2-U0-G3
B4-U0-G4
B1-U0-G4
B5-U0-G4
B4-U0-G5
B1-U0-G4
B4-U0-G4
B1-U0-G2
B5-U0-G4
B2-U0-G3
B4-U0-G5
B1-U0-G4
B5-U0-G4
B4-U0-G5
B1-U0-G4
B4-U0-G4
B1-U0-G3

248.6

148.5

188.8

68.2

93.1

248.6

317.8

393.4

2 IL 0.629
3 IL 0.727

FT IL 0.639
FTA IL 0.761

9L-18L LUMEN
PRORATION

2 IL 0.605
3 IL 0.696

FT IL 0.628
FTA IL 0.677

24L-42L LUMEN
PRORATION 

3000 0.950
5000 1.044

2 0.990
3 1.005

5W 0.932
FT 1.000

FTA 0.994

9L-18L CCT

9L-18L OPTIC
PRORATION

3000 0.971
5000 1.011

2 0.994
3 1.028

5W 0.946
FT 1.000

24L-42L OPTIC
PRORATION

24L-42L CCT
PRORATION

FTA 1.018

DELIVERED LUMENS* 

30L

Index Page3/4Submitted On: Sep 27, 2021



Submitted by Lucas Ford III

Job Name: 
Enmarket Ribaut

Catalog Number:
SLM LED 18L SIL FT UNV DIM 50
70CRI WHT IL
Notes: Single FT

Type: 

E
LFA-LUCAS321-12661

LSI Industries Inc. 10000 Alliance Rd. Cincinnati, OH 45242 • www.lsi-industries.com • (513) 372-3200 • ©LSI Industries Inc. All Rights Reserved.

FT 5W Type 3 Type 2FTA

Performance (Cont.)
All published luminaire photometric testing performed to IESNA LM-79 standards. ISO footcandle plots below demonstrate the Slice 
(SLM) light patterns only. Not for total fixture output. For complete specifications and IES files, see website.

Slice Medium - SLM
Outdoor LED Area Light

Ordering Guide

Luminaire
Prefix

Light 
Source

Lumen 
Package

Light
Output Distribution Orientation11 Voltage Driver

SLM

(Slice)

LED  9L - 9,000 lms
12L - 12,000 lms
18L - 18,000 lms
24L - 24,000 lms
30L - 30,000 lms
36L - 36,000 lms
42L - 42,000 lms

*Consult factory for program-
mable wattages and lumen 

packages

  SIL - Silicone 2 - Type 2

3 - Type 3

5W - Type 5 Wide 11

FT - Type Forward Throw

FTA - Forward Throw Automotive

(blank) - standard

L- Optics rotated left 90

R - Optics rotated right 90

UNV - Universal Voltage 

(120-277V)

HV - High Voltage (347-

480V)

DIM - 0-10v Dimming (0-10%)

TYPICAL ORDER EXAMPLE:  SLM   LED   36L   SIL   FTA   UNV   DIM   50   ALSC  BRZ  IL

Color Temp Color Rendering Controls Finish Options

50 - 5,000  CCT

40 - 4,000  CCT

30 - 3,000  CCT

27 - 2,700 CCT 1

AMB - Amber 1

70CRI - 70 CRI

80CRI - 80 CRI1

(Blank) - None
Wireless Controls System 

ALSC - AirLink Synapse Control System 2, 3

ALSCH - AirLink Synapse Control System 3, 4, 10  
              Host / Satelite

IMSS - Integral motion & Daylight Sensor 24V (for use 

with ALSC/ALSCH)6, 7, 14

Stand-Alone Controls
EXT - 0-10v Dimming 5
IMS - Integral Motion & Daylight Sensor 6, 7

BRZ - Bronze

BLK - Black

GPT - Graphite

MSV - Metallic Silver

WHT - White

PLP - Platinum Plus

SVG - Satin Verde Green  

(Blank) - None
Button Type Photocells8

PCI120 - 120V
PCI208 - 208V
PCI240 - 240V
PCI277 - 277V
PCI347 - 347V

PCR7P9 - 7 Pin Photoelectric Control Receptacle 
IL - Integral Louver HSS

Index Page4/4Submitted On: Sep 27, 2021



Submitted by Lucas Ford III

Job Name: 
Enmarket Ribaut

Catalog Number:
4SQ B3 S11G15 S WHT

Notes: 

Type: 

E
LFA-LUCAS321-12661

© 2017 
LSI INDUSTRIES INC.

Project Name Fixture Type

Catalog #

ARRA
Funding Compliant

POLE SHAFT - Pole shaft is electro-welded ASTM-A500 Grade C steel tubing with a minimum yield 
strength of 50,000 psi. On Tenon Mount steel poles, tenon is 2-3/8” O.D. high-strength pipe. 
Tenon is 4-3/4” in length. Straight poles are 4”, 5”, and 6” square.

HAND-HOLE - Standard hand-hole location is 12” above pole base. Poles 22’ and above have a 3” 
x 6” reinforced hand-hole. Shorter poles have a 2” x 4” non-reinforced hand-hole. 

BASE - Pole base is ASTM-A36 hot-rolled steel plate with a minimum yield strength of 36,000 psi. 
Two-piece square base cover is optional.

ANCHOR BOLTS - Poles are furnished with anchor bolts featuring zinc-plated double nuts and 
washers. Galvanized anchor bolts are optional. Anchor bolts conform to ASTM F 1554-07a 
Grade 55 with a minimum yield strength of 55,000 psi.

GROUND LUG - Ground lug is standard.

DUPLEX RECEPTACLE - Weatherproof duplex receptacle is optional.

GROUND FAULT CIRCUIT INTERRUPTER - Self-testing ground fault circuit interrupter is optional.

FINISHES - Each pole is finished with DuraGrip®, LSI’s baked-on polyester-powder 
finishing process which electrostatically applies and fuses a polyester powder to the 
pole. Provides an extremely smooth and uniform finish to withstand extreme weather 
changes without cracking or peeling, and features a five-year limited warranty. Optional 
DuraGrip® Plus features the added protection of a 3.0 to 5.0 mil thickness of polyester-
powder finish plus an inner coating, as well as a seven-year limited warranty.

DETERMINING THE LUMINAIRE/POLE COMBINATION FOR YOUR APPLICATION:

• Select luminaire from luminaire ordering information

• Select bracket configuration if required

• Determine EPA value from luminaire/bracket EPA chart

• Select pole height

• Select MPH to match wind speed in the application area (See windspeed maps).

• Confirm pole EPA equal to or exceeding value from note above

• Consult factory for special wind load requirements and banner brackets

DIMENSIONS

SHIPPING WEIGHTS -  Steel Square Poles

DRILLING LOCATIONS

Projection

14'-39'
(4.3m - 11.9m)

(4)
Anchor
Bolts

Foundation
By Other

Optional
Base Cover

SQN –
N= 2-3/8" (60mm) O.D. x 4-3/4" (121mm) Tenon

Hand-hole

12"
(305mm)
Standard

Side “B”Side “D”

Side “A” (Hand-hole Side)

Side “C”

Sides A B C D
Hand-hole             X
Single X
D180°   X   X
D90°           X  X
T90°  X  X X
TN120°* X
Q90° X X X X
Single FBO            X
Double FBO   X X
*Other two locations will be 120° to the left and right of Side A.

Note: Standard SF and DF pole preparations are located 3/4 of the 
height of the pole from the base, unless otherwise specified.

4”(102mm) sq. 11 Ga. is approximately    7.50 lbs./ft.
4”(102mm) sq. 07 Ga. is approximately  10.00 lbs./ft.
5”(127mm) sq. 11 Ga. is approximately    9.00 lbs./ft.
5”(127mm) sq. 07 Ga. is approximately  12.50 lbs./ft.
6”(152mm) sq. 07 Ga. is approximately  15.40 lbs./ft.
Anchor Bolts (3/4” x 30”)(19mm x 762mm) 15 lbs. (7kg)/set
Anchor Bolts (1” x 36”)(25mm x 914mm) 30 lbs. (14kg)/set

SQB3, SQB5 –
Bolt-On Mount
2-Bolt Pattern

SQI –
No Mounting Holes

SF –
Single Flood 

Pole Preparation

STEEL SQUARE POLES

11/27/17
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Submitted by Lucas Ford III

Job Name: 
Enmarket Ribaut

Catalog Number:
4SQ B3 S11G15 S WHT

Notes: 

Type: 

E
LFA-LUCAS321-12661

© 2017 
LSI INDUSTRIES INC.

Project Name Fixture Type

Catalog #
© 2017 

LSI INDUSTRIES INC.

Project Name                     Fixture Type

Catalog #

TYPICAL ORDER EXAMPLE:

Pole
Series Material

Mounting
Configuration

POLE ORDERING INFORMATION

Height2

ACCESSORY ORDERING INFORMATION
Order NumberDescription Order Number

(Accessories are field installed)

172539
172538
178361

518030CLR5

534239CLR5

518029CLR5

534240CLR5

Vibration Damper - 4" Square Pole (bolt-on mount only)
Vibration Damper - 5" Square Pole (bolt-on mount only)
Vibration Damper - 6" Square Pole (bolt-on mount only)
PMOS120 - 120V Occupancy Sensor
PMOS208/240 - 208, 240V Occupancy Sensor
PMOS277 - 277V Occupancy Sensor
PMOS480 - 480V Occupancy Sensor

Pole
Finish Options

BRZ – Bronze
BLK – Black
PLP – Platinum Plus
WHT – White
SVG - Satin Verde Green
GPT - Graphite
MSV - Metallic Silver

S – Single/Parallel
D180° – Double
D90°– Double
DN90°– Double
T90°– Triple
TN120°– Triple
Q90°– Quad
QN90°– Quad

N – Tenon Mount
(Standard tenon size is 2-3/8" O.D.)

*

14'
16'
18'
20'
22'
24'
26'
28'
30'
35'
39'

S11G – 11 Ga. Steel
S07G – 07 Ga. Steel

GA – Galvanized Anchor Bolts
SF – Single Flood3

DF – Double Flood3

DGP – DuraGrip® Plus
LAB – Less Anchor Bolts
OSXX - Pole preparation for
   PMOS Occupancy Sensor4

FOOTNOTES:
1 - See Area Lighting Brackets 3” Reduced Drill Pattern and Area Lighting Brackets - Bolt-on 5” Traditional DrIll  

Pattern spec sheets for Internal Slip-fitter brackets. 
2 - Pole heights will have +/- 1/2" tolerance.  
3 - See Flood Lighting Brackets section for choice of FBO brackets. 

5SQB5 S07G 24 S PLP SF DGP

4BC – 4" Square Base Cover
5BC – 5" Square Base Cover
6BC – 6" Square Base Cover
ER2 – Weatherproof Duplex Receptacle 
GFI – Ground Fault Circuit Interrupter
MHP – Mounting Hole Plugs (3 plugs)-for use with 5” traditional drill pattern
MHD – Mounting Hole Weatherproof Decal-for use with 
            3” reduced drill pattern

122559CLR
122561CLR
122563CLR
122566CLR
122567CLR

132336
340120

BOLT CIRCLE

Standard SF and DF pole preparations are located 
3/4 of the height of the pole from the base, unless 
otherwise specified. 

Consult Pole Selection
Chart on opposite page

Bolt Circle
Anchor Bolt 
Size

Anchor Bolt 
Projection

Base Plate Opening 
for Wireway Entry

Base Plate 
Dimensions

B JD

Note: Base plate illustrations may change without notice. Do not use for setting anchor bolts. Consult factory for the base
plate templates.

C

4" (102mm) square 5" (127mm) square 5" (127mm) square 6" (152mm) square

Slotted
8”-11" (203mm-279mm)

3/4" x 30"
(19mm x 762mm)

3-1/4"
(83mm)

3-5/8"
(92mm)

10-1/8" sq. x 3/4" thk.
(257mm x 19mm)

3/4" x 30"
(19mm x 762mm)

3-1/4"
(83mm)

4-3/4"
(121mm)

10-1/8" sq. x 3/4" thk.
(257mm x 19mm)

1" x 36"
(25mm x 914mm)

4"
(102mm)

4-5/8"
(117mm)

10-1/8" sq. x 1" thk.
(257mm x 25mm)

Slotted
9”-11" (229mm-279mm)

1" x 36"
(25mm x 914mm)

4"
(102mm)

5-5/8"
(143mm)

12" sq. x 1-1/8" thk.
(305mm x 29mm) 

Slotted
12" (305mm)

Slotted
9”-11" (229mm-279mm)

10-1/8" (257mm) sq. 10-1/8" (257mm) sq. 10-1/8" (257mm) sq. 12" (305mm) sq.

11" (279mm) Dia. Bolt Circle
12" (305mm) Dia. Bolt Circle

11" (279mm) Dia. Bolt Circle11" (279mm) Dia. Bolt Circle

Bolt-on Arm Mount - See pole selection guide   
   for patterns and fixture matches.
4SQB3 - 3” Reduced drilling pattern
5SQB3 - 3” Reduced drilling pattern
4SQB5 - 5” Traditional drilling pattern
5SQB5 - 5” Traditional drilling pattern
6SQB5 - 5” Traditional drilling pattern

Tenon Mount - See pole selection guide 
   for tenon and fixture/bracket matches.
4SQN
5SQN
6SQN

4 - Order PMOS separately. Change “XX” to indicate height and side of pole location  
for pole preparation. EX: 0S18A indicates preparation is to be 18ft. up from pole  
base on side A. Optimal distance from ground to sensor is 20ft.

5 - OSXX option required. Not for use with Metal Halide fixtures

STEEL SQUARE POLES

11/27/17

No Mounting Holes - Use with:
• BKA 4ISF & BKA 5ISF 
• BKA X4ISF & BKA X5ISF

Internal Slip-fitter1

4SQI
5SQI

Index Page2/2Submitted On: Sep 27, 2021



Submitted by Lucas Ford III

Job Name: 
Enmarket Ribaut

Catalog Number:
SLM LED 18L SIL FT UNV DIM 50
70CRI WHT IL
Notes: Single FT

Type: 

F
LFA-LUCAS321-12661

LSI Industries Inc. 10000 Alliance Rd. Cincinnati, OH 45242 • www.lsi-industries.com • (513) 372-3200 • ©LSI Industries Inc. All Rights Reserved.

FT 5W Type 3 Type 2FTA

Performance (Cont.)
All published luminaire photometric testing performed to IESNA LM-79 standards. ISO footcandle plots below demonstrate the Slice 
(SLM) light patterns only. Not for total fixture output. For complete specifications and IES files, see website.

Slice Medium - SLM
Outdoor LED Area Light

Ordering Guide

Luminaire
Prefix

Light 
Source

Lumen 
Package

Light
Output Distribution Orientation11 Voltage Driver

SLM

(Slice)

LED  9L - 9,000 lms
12L - 12,000 lms
18L - 18,000 lms
24L - 24,000 lms
30L - 30,000 lms
36L - 36,000 lms
42L - 42,000 lms

*Consult factory for program-
mable wattages and lumen 

packages

  SIL - Silicone 2 - Type 2

3 - Type 3

5W - Type 5 Wide 11

FT - Type Forward Throw

FTA - Forward Throw Automotive

(blank) - standard

L- Optics rotated left 90

R - Optics rotated right 90

UNV - Universal Voltage 

(120-277V)

HV - High Voltage (347-

480V)

DIM - 0-10v Dimming (0-10%)

TYPICAL ORDER EXAMPLE:  SLM   LED   36L   SIL   FTA   UNV   DIM   50   ALSC  BRZ  IL

Color Temp Color Rendering Controls Finish Options

50 - 5,000  CCT

40 - 4,000  CCT

30 - 3,000  CCT

27 - 2,700 CCT 1

AMB - Amber 1

70CRI - 70 CRI

80CRI - 80 CRI1

(Blank) - None
Wireless Controls System 

ALSC - AirLink Synapse Control System 2, 3

ALSCH - AirLink Synapse Control System 3, 4, 10  
              Host / Satelite

IMSS - Integral motion & Daylight Sensor 24V (for use 

with ALSC/ALSCH)6, 7, 14

Stand-Alone Controls
EXT - 0-10v Dimming 5
IMS - Integral Motion & Daylight Sensor 6, 7

BRZ - Bronze

BLK - Black

GPT - Graphite

MSV - Metallic Silver

WHT - White

PLP - Platinum Plus

SVG - Satin Verde Green  

(Blank) - None
Button Type Photocells8

PCI120 - 120V
PCI208 - 208V
PCI240 - 240V
PCI277 - 277V
PCI347 - 347V

PCR7P9 - 7 Pin Photoelectric Control Receptacle 
IL - Integral Louver HSS
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TYPICAL ORDER EXAMPLE:

Pole
Series Material

Mounting
Configuration

POLE ORDERING INFORMATION

Height2

ACCESSORY ORDERING INFORMATION
Order NumberDescription Order Number

(Accessories are field installed)

172539
172538
178361

518030CLR5

534239CLR5

518029CLR5

534240CLR5

Vibration Damper - 4" Square Pole (bolt-on mount only)
Vibration Damper - 5" Square Pole (bolt-on mount only)
Vibration Damper - 6" Square Pole (bolt-on mount only)
PMOS120 - 120V Occupancy Sensor
PMOS208/240 - 208, 240V Occupancy Sensor
PMOS277 - 277V Occupancy Sensor
PMOS480 - 480V Occupancy Sensor

Pole
Finish Options

BRZ – Bronze
BLK – Black
PLP – Platinum Plus
WHT – White
SVG - Satin Verde Green
GPT - Graphite
MSV - Metallic Silver

S – Single/Parallel
D180° – Double
D90°– Double
DN90°– Double
T90°– Triple
TN120°– Triple
Q90°– Quad
QN90°– Quad

N – Tenon Mount
(Standard tenon size is 2-3/8" O.D.)

*

14'
16'
18'
20'
22'
24'
26'
28'
30'
35'
39'

S11G – 11 Ga. Steel
S07G – 07 Ga. Steel

GA – Galvanized Anchor Bolts
SF – Single Flood3

DF – Double Flood3

DGP – DuraGrip® Plus
LAB – Less Anchor Bolts
OSXX - Pole preparation for
   PMOS Occupancy Sensor4

FOOTNOTES:
1 - See Area Lighting Brackets 3” Reduced Drill Pattern and Area Lighting Brackets - Bolt-on 5” Traditional DrIll  

Pattern spec sheets for Internal Slip-fitter brackets. 
2 - Pole heights will have +/- 1/2" tolerance.  
3 - See Flood Lighting Brackets section for choice of FBO brackets. 

5SQB5 S07G 24 S PLP SF DGP

4BC – 4" Square Base Cover
5BC – 5" Square Base Cover
6BC – 6" Square Base Cover
ER2 – Weatherproof Duplex Receptacle 
GFI – Ground Fault Circuit Interrupter
MHP – Mounting Hole Plugs (3 plugs)-for use with 5” traditional drill pattern
MHD – Mounting Hole Weatherproof Decal-for use with 
            3” reduced drill pattern

122559CLR
122561CLR
122563CLR
122566CLR
122567CLR

132336
340120

BOLT CIRCLE

Standard SF and DF pole preparations are located 
3/4 of the height of the pole from the base, unless 
otherwise specified. 

Consult Pole Selection
Chart on opposite page

Bolt Circle
Anchor Bolt 
Size

Anchor Bolt 
Projection

Base Plate Opening 
for Wireway Entry

Base Plate 
Dimensions

B JD

Note: Base plate illustrations may change without notice. Do not use for setting anchor bolts. Consult factory for the base
plate templates.

C

4" (102mm) square 5" (127mm) square 5" (127mm) square 6" (152mm) square

Slotted
8”-11" (203mm-279mm)

3/4" x 30"
(19mm x 762mm)

3-1/4"
(83mm)

3-5/8"
(92mm)

10-1/8" sq. x 3/4" thk.
(257mm x 19mm)

3/4" x 30"
(19mm x 762mm)

3-1/4"
(83mm)

4-3/4"
(121mm)

10-1/8" sq. x 3/4" thk.
(257mm x 19mm)

1" x 36"
(25mm x 914mm)

4"
(102mm)

4-5/8"
(117mm)

10-1/8" sq. x 1" thk.
(257mm x 25mm)

Slotted
9”-11" (229mm-279mm)

1" x 36"
(25mm x 914mm)

4"
(102mm)

5-5/8"
(143mm)

12" sq. x 1-1/8" thk.
(305mm x 29mm) 

Slotted
12" (305mm)

Slotted
9”-11" (229mm-279mm)

10-1/8" (257mm) sq. 10-1/8" (257mm) sq. 10-1/8" (257mm) sq. 12" (305mm) sq.

11" (279mm) Dia. Bolt Circle
12" (305mm) Dia. Bolt Circle

11" (279mm) Dia. Bolt Circle11" (279mm) Dia. Bolt Circle

Bolt-on Arm Mount - See pole selection guide   
   for patterns and fixture matches.
4SQB3 - 3” Reduced drilling pattern
5SQB3 - 3” Reduced drilling pattern
4SQB5 - 5” Traditional drilling pattern
5SQB5 - 5” Traditional drilling pattern
6SQB5 - 5” Traditional drilling pattern

Tenon Mount - See pole selection guide 
   for tenon and fixture/bracket matches.
4SQN
5SQN
6SQN

4 - Order PMOS separately. Change “XX” to indicate height and side of pole location  
for pole preparation. EX: 0S18A indicates preparation is to be 18ft. up from pole  
base on side A. Optimal distance from ground to sensor is 20ft.

5 - OSXX option required. Not for use with Metal Halide fixtures

STEEL SQUARE POLES

11/27/17

No Mounting Holes - Use with:
• BKA 4ISF & BKA 5ISF 
• BKA X4ISF & BKA X5ISF

Internal Slip-fitter1

4SQI
5SQI
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SPEC.1049.A.0620

Lexington (LXM4) 
LED Decorative Post Top & Area Light

FEATURES & SPECIFICATIONS

Construction
•	Rugged die-cast aluminum housing.
•	Cast aluminum wiring access door located 

in lower hub/fitter.
•	Rigid die-cast aluminum arms for 

consistency and strength.
•	Precision die cast aluminum heatsink and 

optical frame.
•	Removable spun aluminum cap/driver 

enclosure is retained by captive stainless 
steel fasteners and safety cables. Housing 
and top cap interface is sealed with a one-
piece extruded silicone gasket. Tool-less 
entry option is available.

•	All exposed fasteners are black oxide 
coated stainless steel. Internal fasteners are 
stainless steel or zinc electroplated steel.

•	 IP65 rated luminaire protects integral 
components from harsh environments.

•	 1.5G rated for ANSI C136.31 high vibration 
applications

•	Fixtures are finished with LSI’s DuraGrip® 
polyester powder coat finishing process. 
The DuraGrip finish withstands extreme 
weather changes without cracking or 
peeling. Other standard LSI finishes 
available. Consult factory.

Optical System
•	 State-of-the-Art one piece silicone optic 

sheet delivers industry leading optical 
control with an integrated gasket to provide 
IP66 rated sealed optical chamber in 1 
component.

•	 Proprietary silicone refractor optics provide 
exceptional coverage and uniformity in IES 
Types 2, 3, 5W and FT.

•	 Silicone optical material does not yellow 
or crack with age and provides a minimum 
light transmittance of 93%.

•	 Optical distributions are field rotatable (in 
90° increments).

•	 Available in 5000K, 4000K, and 3000K 
(+/- 275K) color temperatures.

•	 Minimum CRI of 70. Consult Factory for 
Higher CRI requirements.

•	 Integral Louver (IL) option available for 
improved back-light control without 
sacrificing street side performance.

Electrical
•	High-performance driver features over-

voltage, under-voltage, short-circuit and 
over temperature protection.

•	0-10V dimming (10% - 100%) standard.
•	Standard Universal Voltage (120-277 Vac) 

Input 50/60 Hz or optional High Voltage 
(347-480 Vac).

•	L70 Calculated Life: >100k Hours (See 
Lumen Maintenance on Page 2)

•	Total harmonic distortion: <20%
•	Operating temperature: - -40°C to +50°C 

(-40°F to +122°F)
•	Power factor: >.90
•	 Input power stays constant over life.
•	Field replaceable surge protection device 

meets a minimum Category C Low 
operation (per ANSI/IEEE C62.41.2).

•	High-efficacy LEDs mounted to metal-core 
circuit board to maximize heat dissipation

•	Terminal block provided accepts up to 10ga 
wire, however the luminaire is supplied with 
a 32’ 3 conductor wire harness.

•	Components are fully encased in potting 
material for moisture resistance. Driver 
complies with FCC standards. Driver and 
key electronic components can easily be 
accessed.

Controls
•	Optional integral passive infrared 

Bluetooth™ motion and photocell sensor. 
Fixtures operate independently and can 
be commissioned via iOS or Android 
configuration app (See page 5 for more 
detail).

Installation	
•	Mounts to 4” O.D. pole or tenon.
•	Secures to pole with 6 stainless steel set 

screws.
•	32’ wire leads are provided bundled in the 

slip fitter hub for ease of wiring.

Warranty
•	LSI LED Fixtures carry a 5-year warranty.

Listings
•	Listed to UL 1598 and UL 8750
•	State of California Title 24
•	 IDA compliant; with 3000K color 

temperature selection.
•	Meets Buy American Act requirements
•	Suitable For wet Locations
•	 IP65 rated Luminaire. IP66 rated optical 

chamber.
•	 1.5G rated for ANSI C136.31 high vibration 

applications

OVERVIEW

Lumen Range 4,000 - 27,000

Wattage Range 39 - 228

Efficacy Range (LPW) 100 - 140

Weight lbs (kg) 64 (29)

QUICK LINKS

Ordering Guide Performance Photometrics Dimensions
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Lexington LXM4 LED Decorative Post Top & Area Light

ORDERING GUIDE Back to Quick Links

Family Mounting Distribution
Light 

Source
Lumen

Package
Color

Temperature Voltage Finish Option Controls Options

LXM4 - Lexington PT - Post Top 2 - Type II
3 - Type III
5W - Type 5 Wide
FT - Forward Throw  
(Type IV)

LED 5L - 5,000 Lumens

10L - 10,000 Lumens

18L - 18,000 Lumens

25L - 25,000 Lumens

30 - 3000K

40 - 4000K

50 - 5000K

UNV - Universal Voltage 
(120-277V)

HV - High Voltage  
(347-480V)

BRZ - Bronze
BLK - Black
GPT - Graphite
MSV - Metallic Silver
WHT - White
PLP - Platinum Plus
SVG - Satin Verde 
Green

Stand-Alone Control
(Blank) - None

IMSBT1 - Integral Bluetooth™ 
Motion and Photocell Sensor 
max 8-24’ mounting height 3

IMSBT2 - Integral Bluetooth™ 
Motion and Photocell Sensor 
max 25-40’ mounting height 3

IL - Integral Louver Shield

TYPICAL ORDER EXAMPLE: LXM4   LED   3  18L   50   UNV   BLK   IMSBT1 

Accessory Ordering Information

Accessories/Options

FOOTNOTES:
1.	 Fusing must be located in hand hole of pole.
2.	 Order poles with 3” reduced drilling pattern. For PT mounting configurations other than 

D180,consult factory. Order one bracket per fixture

3.	 Consists of a daylight & motion dual sensor. Field configurable via the LSI app that can 
be downloaded from your smartphone’s native app store.

Description Order Number Description Order Number
BK MPT BO4 - Bolt on Bracket (for PT 180) For 4” O.D. Round Poles 490025CLR2 FK120 Single Fusing (120V) FK120 1

BK MPT BO5 - Bolt on Bracket (for PT 180) For 5” O.D. Round Poles 490035CLR2 FK277 Single Fusing (277V) FK277 1

IL - Integral Louver Shield (Black only) 654939 DFK208,240 Double Fusing (208V, 240V) DFK208, 240 1

WM - Post top wall mount bracket (bronze) C/F for additional finish options 356044 DFK480 Double Fusing (480V) DFK480 1

FK347 Single Fusing (347V) FK347 1

ALSC UNV TL5 - AirLink 5 Pin Twist Lock Controller 661409
ALSC UNV TL7 - AirLink 7 Pin Twist Lock Controller 661410

Integral Louver (IL)
Optional Integral Louver available for improved back-light control without sacrificing street side performance.

Fixture Shown with Integral Louver (IL)

Index Page2/3Submitted On: Sep 27, 2021
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Lexington LXM4 LED Decorative Post Top & Area Light

PHOTOMETRICS

Luminaire photometry has been conducted by a NVLAP accredited testing laboratory in  
accordance with IESNA  LM-79-08. As specified by IESNA LM-79-08 the entire luminaire is tested as the source resulting in a 
luminaire efficiency of 100%.

See http://www.lsi-industries.com/products/led-lighting-solutions.aspx for detailed photometric data.

Back to Quick Links

FT 5W Type 3 Type 2

PRODUCT DIMENSIONS Back to Quick Links

46-5/8”
(1184mm)

Ø4”
(102mm)

24-5/8”
(625mm)

Post Top with WM Accessory

3-1/3”
(84mm)

Ø25-1/2”
(648mm)

Ø4” (102mm) 
or Ø5” (127mm)

24-1/2”
(622mm)

Ø4”
(102mm)

Post Top with BK MPT BO (x2)
Mounts to 4” or 5” Dia. D180 Bolt-on Pole

(select 3” reduced drilling pattern)

3-1/3”
(84mm)

46-5/8”
(1184mm)

Ø25-1/2”
(648mm)

18”
(457mm)

Post Top Single
Slipfits 4” Dia. Tenon (4N) or Pole

42-1/4”
(1072mm)

 Ø25-1/2”

Ø5” (127mm)

19-3/8”
(492mm)

PT

PT

1.4

2.7

LUMINAIRE EPA CHART -  Lexington
MOUNTING STYLE

PT Single

PT D180°

SHIPPING WEIGHTS - Lexington
Catalog Number Est. Weight  (kg/lbs.)
LXM4 (PT) 29/64

with BK MPT BO (2)
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Electrical
•• 120V input (277V available in arm and post option only)
•• Integrated power supply allows the fixture to be connected  

directly into line voltage
•• Pre-wired and ready for install
•• LED is dimmable with Incandescent/Triac dimmers

Mounting
• 1/2” or 3/4” IP for arms. Flush mount and post  
   available only in 1/2”

Finishes
•• Shade and mounting finish options
•• Available in 21 standard and 2 specialty finishes with optional coastal 

coating to protect finish in coastal environments (add “-C” to the finish)
•• Inner shade is painted gloss white
•• Consult factory for custom finish options

Optional Accessories
• Glass, Cast Guard, Wire Cage or Wire Guard  
   options available

Listing
UL listed to US and Canadian standards for wet location

WET
LOCATION

Emblem Order Matrix  (Example: RE10LED1227MB-3)

Diameter Lamp / LED Finish Coastal Coating Option Accessories Mounting Type

RE8
RE10
RE12

(8”)
(10”)
(12”)

M
GU24131

GU24181

GU24261

GU24321,2

GU24421,2

LED12271,3,4

LED12301,3,4

LED12351,3,4

LED12401,3,4

LED18271,3,4

LED18301,3,4

LED18351,3,4

LED18401,3,4

(Medium Base, 100W max.)
(13W GU24 / 2700K)
(18W GU24 / 2700K)
(26W GU24 / 2700K)
(32W GU24 / 2700K)
(42W GU24 / 2700K)
(12W LED / 2700K / 90 CRI / 844lm)
(12W LED / 3000K / 90 CRI / 861lm)
(12W LED / 3500K / 90 CRI / 872lm)
(12W LED / 4000K / 90 CRI / 889lm)
(18W LED / 2700K / 90 CRI / 1265lm)
(18W LED / 3000K / 90 CRI / 1288lm)
(18W LED / 3500K / 90 CRI / 1311lm)
(18W LED / 4000K / 90 CRI / 1334lm)

ABL
BB
BK
BLU
DVG
FLG
GA
LG
MB
MBL
PNA
PNC
RD
SGR
SGW
SND
SS
TBZ
TGP
TNG
TTL
WT

(Aegean Blue) 
(Burnished Bronze) 
(Gloss Black)
(Blue)
(Dove Gray)
(Flannel Gray)
(Galvanized)
(Lime Green)
(Matte Black)
(Midnight Blue)
(Painted Natural Aluminum)
(Painted Natural Copper)
(Red)
(Sage Green)
(Semi Gloss White)
(Sand)
(Satin Silver)
(Textured Bronze)
(Textured Graphite)
(Tangerine)
(Tahitian Teal) 
(Gloss White)

(blank)
-C

(No coating)
(Coating)

(blank)
-CG
-FG
-CGG
-FGG
-CGWC
-FGWC
-WG

(No accessories)
(Clear Glass) 
(Frosted Glass)
(Clear Glass w/ Cast Guard)
(Frosted Glass w/ Cast Guard)
(Clear Glass w/ Wire Cage) 
(Frosted Glass w/ Wire Cage)
(Wire Guard)

-2
-3
-F

(1/2” IP)
(3/4” IP)
(Flush 
Mount)

1.	 Lamps must be specified, and are not included in shade cost
2.	 Not for use in glass/cast guard/wire cage
3.	 Glass enclosure must be specified
4.	 Lumen are raw LED value

B

A

30º

A B

RE8 8” 9-3/8”

RE10 10” 11-5/8”

RE12 12” 13”

Specialty Finishes

GA	 (Galvanized)

KEY: Standard Finishes

SGR	 (Sage Green)

SGW	 (Semi Gloss White)

SND	 (Sand)

SS	 (Satin Silver)

TBZ	 (Textured Bronze)

TGP    (Textured Graphite)  

TNG	 (Tangerine)

TTL	 (Tahitian Teal)

WT	 (Gloss White)

ABL	 (Aegean Blue)

BB	 (Burnished Bronze)

BK	 (Gloss Black)

BLU	 (Blue)

DVG	 (Dove Gray)

FLG	 (Flannel Gray)

LG	 (Lime Green)

MB	 (Matte Black)

MBL	 (Midnight Blue)

PNA	 (Painted Natural Aluminum)

PNC   (Painted Natural Copper) 

RD	 (Red)

14508 Nelson Ave. City of Industry, CA 91744  •  tel: 626.336.4511  •  fax: 626.330.4266  •  www.TroyRLM.com
©2020 Troy-RLM Lighting, A Division of Troy-CSL Lighting, Inc.
All rights reserved. Subject to change without notice.
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3-1/4” 4-1/4”

Glass Enclosure
•• Glass is available in clear (-CG) and frosted (-FG)

Wire Cage with Glass Enclosure
•• Wire cage can be specified in all standard and specialized finishes, 

and will match shade finish unless otherwise specified 
(Note: For galvanized shade finishes, wire cage is finished in Painted 
Natural Aluminum)

•• Glass is available in clear (-CGWC) and frosted (-FGWC)

Cast Guard with Glass Enclosure
•• Cast guard can be specified in all standard and specialized finishes, 

and will match shade finish unless otherwise specified 
(Note: For galvanized shade finishes, cast guard is unfinished Raw 
Aluminum)

•• Glass is available in clear (-CGG) and frosted (-FGG)

4”

Wire Guard (-WG)
•• Wire cage can be specified in all standard and specialized finishes, 

and will match shade finish unless otherwise specified 
(Note: For galvanized shade finishes, wire guard is finished in Painted 
Natural Aluminum)

8” / 10” / 12”

6-5/8”

7-1/4”

7-1/2”

14508 Nelson Ave. City of Industry, CA 91744  •  tel: 626.336.4511  •  fax: 626.330.4266  •  www.TroyRLM.com
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Knuckle Accessory Order Matrix  (Example: 2KNLMB)

Pipe Finish Finish Coastal Coating Option

2
3

(1/2” IP)
(3/4” IP)

KNL (Adjustable 180º Knuckle 
for Arm Mounts)

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ABL
BB
BK
BLU
DVG
FLG
GA
LG
MB
MBL
PNA
PNC
RD
SGR
SGW
SND
SS
TBZ
TGP
TNG
TTL
WT

(Aegean Blue) 
(Burnished Bronze) 
(Gloss Black)
(Blue)
(Dove Gray)
(Flannel Gray)
(Galvanized)
(Lime Green)
(Matte Black)
(Midnight Blue)
(Painted Natural Aluminum)
(Painted Natural Copper)
(Red)
(Sage Green)
(Semi Gloss White)
(Sand)
(Satin Silver)
(Textured Bronze)
(Textured Graphite)
(Tangerine)
(Tahitian Teal) 
(Gloss White)

(blank)
-C

(No coating)
(Coating)

Knuckle Accessory

180º

Description
Adjustable knuckle for arm mounts that 
allow luminaire to be rotated up to 180º.

Specialty Finishes

GA	 (Galvanized)

KEY: Standard Finishes

SGR	 (Sage Green)

SGW	 (Semi Gloss White)

SND	 (Sand)

SS	 (Satin Silver)

TBZ	 (Textured Bronze)

TGP    (Textured Graphite)  

TNG	 (Tangerine)

TTL	 (Tahitian Teal)

WT	 (Gloss White)

ABL	 (Aegean Blue)

BB	 (Burnished Bronze)

BK	 (Gloss Black)

BLU	 (Blue)

DVG	 (Dove Gray)

FLG	 (Flannel Gray)

LG	 (Lime Green)

MB	 (Matte Black)

MBL	 (Midnight Blue)

PNA	 (Painted Natural Aluminum)

PNC   (Painted Natural Copper) 

RD	 (Red)

14508 Nelson Ave. City of Industry, CA 91744  •  tel: 626.336.4511  •  fax: 626.330.4266  •  www.TroyRLM.com
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Note: All arm mounts include canopy

Arm Mount Order Matrix  (Example: 3A24MB)

Pipe Arm Type Finish Coastal Coating Option Input Voltage

2
3

(1/2” IP)
(3/4” IP)

SL23
SL30
LL23
LL30
LC18
LC24
LC30
LM18
LM24
LM30
SA18
SA23
LSA23
LSA30
A6
A12
A18
A24
A30
MA18
MA24
MA30

(Small Loop- 23”)
(Small Loop- 30”)
(Large Loop - 23”)
(Large Loop - 30”)
(Curve Arm - 18”)
(Curve Arm - 24”)
(Curve Arm - 30”)
(Miter Arm - 18”)
(Miter Arm - 24”)
(Miter Arm - 30”)
(Sign Arm - 18”)
(Sign Arm - 23”)
(Large Loop Sign Arm - 23”)
(Large Loop Sign Arm - 30”)
(Straight Arm - 6”)
(Straight Arm - 12”)
(Straight Arm - 18”)
(Straight Arm - 24”)
(Straight Arm - 30”)
(Modern Arm - 18”)
(Modern Arm - 24”)
(Modern Arm - 30”)

ABL
BB
BK
BLU
DVG
FLG
GA
LG
MB
MBL
PNA
PNC
RD
SGR
SGW
SND
SS
TBZ
TGP
TNG
TTL
WT

(Aegean Blue) 
(Burnished Bronze) 
(Gloss Black)
(Blue)
(Dove Gray)
(Flannel Gray)
(Galvanized)
(Lime Green)
(Matte Black)
(Midnight Blue)
(Painted Natural Aluminum)
(Painted Natural Copper)
(Red)
(Sage Green)
(Semi Gloss White)
(Sand)
(Satin Silver)
(Textured Bronze)
(Textured Graphite)
(Tangerine)
(Tahitian Teal) 
(Gloss White)

(blank)
-C

(No coating)
(Coating)

(blank)
-27

(120V)
(277V)

120V Canopy 277V Canopy

5-7/8” 6-1/2”2” 4”

22-1/2”

29-1/2”

8-3/4”

8-3/4”

7-3/8”

7-3/8”

Small Loop Arm

29-1/2”

12”

22-1/2”

12”10-1/2”

10-1/2”

Large Loop Arm Curve Arm

18”
4”

24”

5”

30”

6”

Miter Arm

18”

2-5/8”

24”

2-5/8”

30”

2-5/8”

Sign Arm

15-1/2”

20-1/2”

18”

23”

9-7/8”

9-7/8”

25º

25º

8”

8”

Large Loop Sign Arm

20”

27”

23”

30”

14-3/8”

25º

25º

8-7/8”

8-7/8”
14-3/8”

Straight Arm

6”

12”

18”

24”

30”

Modern Arm

15-1/2”

21-1/2”

27-1/2”

18”

24”

30”

7-1/2”

7-1/2”

7-1/2”

SL23

SL30

SA18

SA23

LL23

LC18
LM18

A6

A12

A18

MA18

MA24

MA30

A24

A30

LM24

LM30

LC24

LC30
LL30

LSA23

LSA30

Standard Finishes

ABL	 (Aegean Blue)

BB	 (Burnished Bronze)

BK	 (Gloss Black)

BLU	 (Blue)

DVG	 (Dove Gray)

FLG	 (Flannel Gray)

LG	 (Lime Green)

MB	 (Matte Black)

MBL	 (Midnight Blue)  

PNA	 (Painted Natural 
          Aluminum)

PNC	 (Painted  
          Natural Copper)

RD	 (Red)

SGR	 (Sage Green)

SGW	 (Semi Gloss White)

SND	 (Sand)

SS	 (Satin Silver)

TBZ	 (Textured Bronze)

TGP	 (Textured Graphite)

TNG	 (Tangerine)

TTL	 (Tahitian Teal)

WT	 (Gloss White)

Specialty Finishes

GA	 (Galvanized)
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1/2" IRON REBAR

"X" IN CURB

4" CONC. O.
(DISTURBED)
(OFFLINE-N.T.S.)

S
S

16 PLM24 PLM

18 PLM18 PLM18 PLM

14 BP

16 BP

11 BP

13 LO

9 DW

8 DW

15 PN

16 PN

10 SGM

12 LO
18 20  LA

MHT
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HAND
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S
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T
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2
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CHICKEN
MERRY
CHEF

ICE
CREAM

SANDWICH
TABLE

VECTOR
OVEN

MOP
SINK

1
 
D
O
O
R

R
E
F
.

F
R
Y
E
R

1 COMP
SINK

3 COMP
SINK

CO2
TANK

COOKING OIL
STORAGE TANK

PASTRY
CASE

COFFEE
CONDIMENTS

PEANUTS

COLD
WELL

HOT DOG
ROLLER
GRILL HEATED

MERCH.

U/C
REF.

NACHO

CHICKEN
CASE/
HEATED
MERCH.

KIOSK
ORDER

SELF
CHECK-
OUT

SELF
CHECK-
OUT

L
O
T
T
E
R
Y

D
I
S
P
L
A
Y

TEA
BREW

(FBD)
FRZ
BEV
DISP

ATM

D

2
1

E
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S
L
A
N
D
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G
 
8
"
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V
C
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G
 
8
"
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TE
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TE M

RE
RPZ

RPZ

RPZ

Total Project Watts
Total Watts = 4478.337
Total Project Watts
Total Watts = 4478.337

Luminaire Schedule
Symbol Qty Label Arrangement Description LLD UDF LLF Arr. Lum. Lumens Arr. Watts

17 M SINGLE AR14 LED1840 GA CGG 2-Archetype_NOT CONTRIB. TO PHOTOM 1.000 1.000 1.000 1409 12.8
2 G SINGLE LXM4-PT-5W-LED-18L-50-15' mh TOTAL with BOLLARD 1.000 1.000 1.000 19342 148.9
4 M1 SINGLE RE12LED 1840 CG3_NOT CONTRIB. TO PHOTOM 1.000 1.000 1.000 1409 12.8
17 B SINGLE SCV-LED-13L-SC-50    MTD @ 15' 1.000 1.000 1.000 12933 84.3
7 A SINGLE SCV-LED-23L-SCFT-50      MTD @ 15' 1.000 1.000 1.000 24361 191.5
1 F 2 @ 90 DEGREES SLM-LED-18L-SIL-FT-50-70CRI-IL-D90-15' MH 1.000 1.000 1.000 24086 270
5 E SINGLE SLM-LED-18L-SIL-FT-50-70CRI-IL-SINGLE-15' MH 1.000 1.000 1.000 12043 135
1 E-1 SINGLE SLM-LED-18L-SIL-FT-50-70CRI-SINGLE-15' MH 1.000 1.000 1.000 18904 135
1 N SINGLE WPSLL-06L-UNV-DIM-50-BZA    MTD @ 8' 1.000 1.000 1.000 7401 58.14

Calculation Summary
Label CalcType Units Avg Max Min Avg/Min Max/Min
ALL CALC POINTS Illuminance Fc 4.17 60.0 0.0 N.A. N.A.
RIBAULT RD PL LEVELS Illuminance Fc 0.67 2.4 0.0 N.A. N.A.
CANOPY Illuminance Fc 43.94 60.0 18.1 2.43 3.31
CURB INTERIOR Illuminance Fc 7.01 37.8 0.0 N.A. N.A.
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LIGHTING PROPOSAL
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Based on the information provided, all dimensions and luminaire locations
shown represent recommended positions. The engineer and/or architect must
determine the applicability of the layout to existing or future field conditions.

This lighting plan represents illumination levels calculated from laboratory data
taken under controlled conditions in accordance with The Illuminating Engineering
Society (IES) approved methods. Actual performance of any manufacturer's luminaires
may vary due to changes in electrical voltage, tolerance in lamps/LED's and other
variable field conditions. Calculations do not include obstructions such as buildings,
curbs, landscaping, or any other architectural elements unless noted. Fixture nomenclature
noted does not include mounting hardware or poles. This drawing is for photometric
evaluation purposes only and should not be used as a construction document or as a final
document for ordering product.
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 Design Review Board Meeting 
 Staff Report  
 From the Department of Community and Economic Development 

     14 October 2021 

1 SUMMARY OF REQUEST 
1200 Ribaut Road / Enmarket Ribaut, New Construction 
Applicant: Ryan Lyle, PE 
In this application, the applicant is requesting final approval for demolition of an existing, vacant gas 
station and new construction of a Convenience Store, Car wash, and Fuel Canopy. 
 
Background:  A previous submission for this project received Conceptual Approval with noted conditions 
at the August 2021 DRB meeting.  
 
This project received two Zoning Variances in October 2020: one regarding building frontage and one 
regarding maximum number of fuel pumps. These are described in detail in the Staff Acknowledgements 
below. 

2 FACTS 
Property Address: 1200 Ribaut Road 
Parcel ID: R120 007 000 022D 0000 
Case Number: 21-10 DRB.1 
Applicant: Ryan Lyle, PE 
Type of Request: Preliminary Approval  
Zoning: T5-UC  
Current Use: Vacant Convenience Store, Fuel Canopy, Car Wash 
Proposed Use: Fuel Sales/Car Wash 
 
District Development Standards for T5-UC: 

•  Setback requirements – Primary Structure:  
 Front- 0’ min./15 ft. max. 
 Rear setback – 5’ min.  
 Side Corner/Alley – 0’min./15’ max. 
 Side Interior – 0’min. 

• Maximum Lot Coverage: 100%  
• Frontage Buildout: 60% Min 
• Permitted Uses: Fuel Sales/Car Wash use is permitted in the T5-UC Zoning District with 

Conditions noted in Section 3.7.2.C of the Beaufort Code. 
 

References:                    
• The Beaufort Code 

 



3 STAFF COMMENTS 
Staff Acknowledgements: 

A. In October of 2020, the Zoning Board of Appeals granted two variances to this property:  

o A variance from Section 4.5.12.B.1.a, which requires 6 fuel pumps for fuel stations in T5-
UC. The proposed 8 fuel pumps in this project have been approved by ZBOA.  

o A variance from the minimum 60% Building Frontage requirement noted in Section 
2.4.1.A.4.2 of the Beaufort Code. The proposed frontage for this project was approved 
as submitted by ZBOA. 

B. This property exists at a Significant Intersection per Appendix C.3, and Section 2.6.3 requires a 
Two-Story Building within 250 feet of the intersection. The proposed project is compliant with 
Section 2.6.3.A, which states that a “Two-Story Mass”, which can be an “open, double-height 
structure with a minimum building height of 24 feet” can meet this two-story height 
requirement. Section 2.6.3.A also stipulates that “The second floor does not need to be built out 
or habitable.” In summary, the proposed height of the Convenience Store complies with Code 
Requirements.   

C. Regarding the conditions of Conceptual approval for this project:  

1. Condition 1, regarding the location of the gas pumps relative to the building, has been 
satisfied.  

2. Condition 2, regarding building placement, has been satisfied.  

3. Condition 3 was omitted by the Board.  

4. Condition 4, regarding clarification of tree mitigation plans, has been satisfied. This 
schedule will be reviewed during permitting and was not reviewed as a part of this Staff 
Report. 

5. Condition 5, regarding bicycle parking, has been satisfied.  

6. Condition 7, regarding canopy signage, has been satisfied.  

7. Condition 8, regarding provision of a roof plan, has been satisfied. 

8. Condition 9, regarding transparent fenestration, has not been satisfied. See current 
Condition 1 below. 

9. Condition 10, regarding operable shutter hardware, has been satisfied.  

10. Condition 11, regarding the brick piers and awning, has been satisfied.  

11. Condition 12, regarding goose neck lighting, has been satisfied.  

12. Condition 13, regarding minimum height of single-story commercial buildings has been 
satisfied. See current Condition 1 below for further comment.  

 

 



Staff Conditions (Non-Discretionary): 

1. Regarding Acknowledgements C8 and C12, per Section 2.6.2.D.3 of the Beaufort Code and 
Condition 13 of Conceptual approval, a minimum ceiling height of 14’ is required for this 
structure. Sheet A3.11 shows proposed transparent fenestration calculations, based on a floor 
to ceiling height of 9’. The ceiling height in the public realm of this building meets or exceeds the 
14’ requirement, but the service areas are at a lower ceiling height, which is acceptable to Staff. 
However, the fenestration requirement of 40% must be measured to the 14’ minimum ground 
floor ceiling requirement. Per section 9.12.1.B of the Code, the administrator has the authority 
to modify up to 10% any numerical standard set forth in article 2 and article 4. The administrator 
approves the 10% modification for this project, meaning that the applicant must achieve 36% 
transparency at the ground floor relative to the 14’ minimum ceiling heights on the east and 
north elevations. Applicant to revise elevations and table calculation on Sheet A3.11 as 
appropriate to demonstrate compliance. 

2. On sheet 7, new equipment appears to be shown between the proposed car wash and fuel 
canopy. Applicant to clarify what type of equipment is proposed to be installed. If equipment is 
above ground, Applicant to ensure and demonstrate compliance with section 4.6.1.F regarding 
equipment and service area screening. Similarly, screening is required in front of the proposed 
vacuum and air machines at the South end of the property.  

3. Applicant to demonstrate that the proposed cementitious siding noted on elevations will be 
smooth, as required by Section 4.6.3.b of the Beaufort Code. 

4. Section 4.6.3.D.2 states that “Columns and piers shall be spaced no further apart than they are 
tall. Column bays shall be of equal and precise proportions.” The columns under the entry 
awning on the East elevation are spaced further apart than they are tall. Applicant to alter 
design so that columns are spaced per the Beaufort Code. Staff recommends lengthening the 
columns, which will push the support beam up and decrease the pitch of the roof as much as 
needed to comply with this section.  

5. Section 5.8.4.B of the Beaufort Code requires that lighting fixtures in excess of 1,800 lumens 
shall use full cut-off lenses or hoods to prevent glare or spillover from the project site onto 
adjacent lands and streets. Applicant to verify that proposed fixtures A, E, G, and M1 will comply 
with this section of the code.  

6.  Applicant to clarify height of lighting fixtures E and G and ensure and demonstrate compliance 
with Ordinance 0-2-19, which amends Section 5.8.4.A of the Beaufort Code to require a 
maximum light post height of 15 feet in pedestrian oriented areas and a maximum height of 30 
feet in auto-centric areas.  

7. Applicant to clarify how parking spaces will be marked to ensure and demonstrate compliance 
with Section 5.7.7.A.5. 

8. Section 5.7.7.D.2 notes that “Parking provided above the minimum required parking spaces shall 
be with a pervious material. This property is required to have a minimum of 16 spaces, but 7 
additional spaces have been provided. Applicant to demonstrate compliance with this section in 
future submissions. 



9. Applicant to verify that proposed parking lot screening planting will meet the minimum required 
opacity (50%) at planting, installation height (2 ft), and projected height within 4 years (4 ft) per 
Section 5.7.8.A of the Beaufort Code.  

10. An image has been included in this application that shows what appears to be window film. 
Applicant to clarify if this is intended to be used on the exterior windows. Applicant to note that 
Section 4.6.3.C.1 requires a minimum percentage of transparent fenestration and that any 
windows with film installed will not count towards the minimum percentage. Staff 
interpretation is that the window must maintain its transparency through the glass from 
exterior face of glass to interior face of glass. However, Staff and the Design Review Board have 
no purview over any items that are not attached to the interior of the glass that are interior of 
the glass and window system.  

11. Applicant to submit cut sheets and drawings of the proposed pump island design beneath the 
fuel canopy and ensure and demonstrate compliance with Section 4.5.12.G.2 of the Beaufort 
Code. 

12. Applicant to submit color rendered elevations of the fuel canopy and the car wash for review. 
Staff assumes that the proposed finishes for these structures will match or complement those of 
the convenience store. Staff is in support of this, but applicant to clarify.  

13. In future submissions, Applicant to include cut sheets for all items required on the application 
checklist. In addition to what has been submitted, this should include cut sheets for car wash 
coiling door, digital image of proposed brick and mortar samples, cut sheets for storefront and 
doors, cutsheet showing roof panel profile and roof termination details, cut sheet for roof 
service ladder, conductor heads, downspouts and offsets. Applicant to also provide a final 
materials list for every exterior material for convenience store, canopy, and car wash. Staff 
recommends providing this on one sheet rather than in separate parts of the submittal.  

Staff Conditions (Discretionary): 

1. Regarding parking lot screening, Staff preference is that parking lot landscaping screening in 
northeast corner be extended down to the south ingress/egress entrance to further screen 
parking and canopy areas from view. Applicant to also comply with any SCDOT vision clearances 
required at the ingress/egress entrance.  

2. Staff is in support of the proposed Archer LED Canopy Light. Applicant to clarify if this will wrap 
around the entirety of the cornice of the convenience store or if it will exist in isolated areas. 

3. Staff is not in support of the proposed goose neck lighting above the canopies on the car wash, 
since the canopies will block the light. Staff preference is that the car wash structure is lighted in 
a similar manner as the convenience store building.  

4. Regarding Dumpster details on sheet A5.4 and submitted cut sheets, Staff preference is that a 
smoother, less profiled panel is used instead of the PBR panel shown on the shop drawings.  

 

STAFF RECOMMENDATION:  

Preliminary Approval with noted conditions. 
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DEVELOPMENT REVIEW PROCESS 
DESIGN REVIEW BOARD APPLICATION              Staff Review 
Community and Economic Development Department  Board Review 
1911 Boundary Street, Beaufort, South Carolina, 29902   
p. (843) 525-7011 / f.  (843) 986-5606  Application Fee:   

       www.cityofbeaufort.org  see attached schedule 
  

See Section 9.8 of The Beaufort Code for complete information about the Design Review process | updated August 7, 2020 | p. 1 of 2 
This form is also available online at www.cityofbeaufort.org 

OFFICE USE ONLY: Date Filed:         __             Application #:          __             Zoning District:        

Schedule:  The Design Review Board (DRB) typically meets the 2nd Thursday of each month at 2pm. Upon receipt of 

an application, staff will review the submittal and then contact the applicant letting them know when the meeting will be.  

A complete schedule can be found at: https://www.cityofbeaufort.org/379/Design-Review-Board 

Submittal Requirements: All forms and information shall be submitted digitally. In addition to a complete application 

form, applicants shall submit the required items according to the checklists on the subsequent page.  

Review Request:       Conceptual            Preliminary         Final 

Pursuant to Section 6-29-1145 of the South Carolina Code of Laws, is this tract or parcel restricted by any 

recorded covenant that is contrary to, conflicts with, or prohibits the activity described in this application?    Yes    No 

Applicant, Property, and Project Information 
 

Applicant Name:              

Applicant Address:              

Applicant E-mail:                   Applicant Phone Number:     

Applicant Title:    Homeowner         Tenant         Architect         Engineer         Developer 

Owner (if other than the Applicant):            

Owner Address:              

Project Name:              

Property Address:               

Property Identification Number (Tax Map & Parcel Number):         

Date Submitted:              

 

 

 

 

Ryan Lyle, PE

Andrews Engineering, Inc., 2712 Bull St. Suite A, Beaufort SC 29902

843-379-2222 x226ryan@andrews-sc.com

Watercrest Multi-family development

211 Broad River Blvd

1) R120 028 000 0137 0000

09 / 16 / 2021

tbd

X

tbd

X

X

X



DEVELOPMENT REVIEW PROCESS 
DESIGN REVIEW BOARD APPLICATION  
Community and Economic Development Department 
1911 Boundary Street, Beaufort, South Carolina, 29902   
p. (843) 525-7011 / f.  (843) 986-5606    

       www.cityofbeaufort.org    
  

See Section 9.8 of The Beaufort Code for complete information about the Design Review process | updated August 7, 2020 | p. 2 of 2 
This form is also available online at www.cityofbeaufort.org 

Required Project Information 

Project Name:  __________________________________________       

Property Size in Acres:    Proposed Building Use:       

Building Square Footage (if multiple buildings, please list each one and their square footage by floor): 

               

# of Parking Spaces Required:     # of Parking Spaces Provided:    

Is this project a redevelopment project:  Y   N  

Are there existing buildings on the site?  Y   N if yes, will they remain?  Y   N     

Provide a brief Project Narrative and outline any specific questions you would like addressed. 

              

              

              

              

              

               

               

 

 

CONTACT INFORMATION:  

Attention:  Julie A. Bachety, Administrative Assistant II 

City of Beaufort Department of Planning & Development Services 

1911 Boundary Street, Beaufort, South Carolina  29902 

E-Mail:  jbachety@cityofbeaufort.org:  | Phone:  (843) 525-7011 | Fax:  (843) 986-5606  

 

37.7ac Apartments

504 MF units in 21 apartment buildings; 20 garage buildings; clubhouse; maintenance bldg

777 781

Watercrest Multi-family development

This apartment community will include 21 residential buildings housing 504
multi-family units,  private garages, clubhouse and pool, maintenance building,
a mail kiosk, trash compactor. The site will be accessed by Broad River Blvd
and Ambrose Run.



 
DESIGN REVIEW BOARD 

FEE SCHDULE 
(As of July 1, 2020) 

 
 
BOARD REVIEW FEES: 
 

Single-family residential projects (board review) $100.00  
Multifamily and commercial projects (board review) $250.00  
Change After Certification $100.00 
Demolition (whole structure) $250.00 
Special Board Meeting $500.00 
Post facto applications shall be triple the normal fee. 

 
 
 STAFF REVIEW FEES: 
 Single Family and 2/3-unit buildings not in a historic district are exempt. 
 
 Type 1 
 Renovations/Improvements (not including additions), < 50% of the value of the structures 

 
 Value  Fee 
 Improvements < $5,000  $50 
 Improvements > $5,000 but < $25,000 $50 + 0.25% x value above $5,000 
 Improvements > $25,000 $100 + 0.20% x value above $25,000 

 
 Type 2 

• Any single-family and 2/3-unit residential addition in a historic district:  $50 
• All other additions:  $500 base fee + $0.05/square foot of addition. 

 
 Type 3 
 Review for new construction and for renovations/improvements totaling over 50% of the value of the structure: 
 

• Single-family and 2-3 unit residential in the historic district 
• < 10,000 square feet:  $500 base fee + 0.05/square foot of building  

 
• > 10,000 square feet:  $1,000 base fee + $0.05/square foot of building for the first 100,000 

square feet of building.  For additional square footage over 100,000, $0.02/square foot. 
 



 

 
 

WATERCREST APARTMENTS 
CITY OF BEAUFORT – DRB CONCEPTUAL 

PROJECT NARRATIVE 
Submittal Date: September 16, 2021 

Meeting Date: October 14, 2021 
 
PROJECT SITE 
 
Location:  211 Broad River Boulevard (parcel behind Walmart on Robert Smalls Parkway) 
 
TMPs:  R120 028 000 0137 0000 
 
Zoning: T5-UC / RMX 
 
PROPOSED DEVELOPMENT 
 
The proposed 37.69 ac ± site is located on Broad River Boulevard in the City of Beaufort.  It is bound to the south by Walmart.  
The project consists of constructing 21 multi-family buildings as well as a leasing office/clubhouse and garages.  The 
development proposes 504 units.  The development will consist of two types of units both consisting of 24 units each.  There are 
14 Type 1 units planned, each with 12-1BR units and 12-2BR units and 7 Type 2 units, each with 12-2BR units and 12-3BR 
units. The apartment buildings were designed according to the Beaufort Code by raising the finished floor 18”, entering each 
breezeway with a forecourt / courtyard, and glazing per the necessary percentages along the buildings primary frontage 
elevation.  
 
 
STORM DRAINAGE, INFRASTRUCTURE, AND UTILITIES 
The site generally drains northwest to southeast.  A proposed detention pond will provide water quantity and quality treatment 
and will discharge to the existing ditch along the southern boundary of the property as it does in the existing condition.  Drainage 
and grading plans will be prepared after the conceptual site layout is generally acceptable by the City. Pervious parking will be 
provided as needed and if required.  The water system will consist of connecting existing BJWSA water mains along Broad River 
Boulevard and Ambrose Run. The sewer system will consist of extending the existing BJWSA gravity sewer main on Ambrose 
Run. Dominion will provide electric service as well as provide site lighting. Hargray will provide tele-communications.  
 
ACCESS 
Two full-turn accesses are planned for the development.  The main entrance into the complex will be located along Broad River 
Boulevard opposite the intersection with Ramsey Road. A second entrance is provided by extending Ambrose Run. A third 
access point is desired along WK Alston and is being coordinated with the School District. A pedestrian connection is also 
planned into the Cross Creek Shopping Center. 
 
PARKING NEEDS 
Parking has been provided at the ratios shown below: 
 
1.00 spaces / 1 Bedroom Unit 
1.75 spaces / 2 Bedroom Unit 
2.00 spaces / 3 Bedroom Unit 
 
The total number of spaces required and provided is 777 spaces.  The make-up consists of 398 off-street spaces, 239 on-street 
spaces, and 140 garaged spaces. 
   
LANDSCAPING, LIGHTING, AND SIGNAGE 
Landscape, Lighting, and Signage plans will be prepared after preliminary DRB approval for submittal at Final Design Review. 
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Meredith Jacobs

From: Ryan Lyle <ryan@andrews-sc.com>
Sent: Monday, September 27, 2021 4:11 PM
To: Julie Bachety
Cc: Jeremy Tate; Heather Spade; Meredith Jacobs; Dennis Avery; Aaron Case; Josh Tiller; Steve Andrews
Subject: RE: Watercrest Multi-Family Development - DRB Completeness Review

Julie,  
Good afternoon. Please visit link provided below to access the missing and updated information as requested below.  
 
Watercrest Multi‐Family Development Missing Items: 
  

 Please clearly label setbacks on site plan.  
 We are not planning to subdivide the property, so no internal setbacks are shown. The perimeter 

greenbelt buffer is required by the landowner (Dr. Gray) at 35’ along the street. See revised site plan 
labelling the 5’ rear setback. 

 Please confirm whether or not there will be additional apartment building types or if all will be identical.  
 Per the architect, we have shown 2 building types on the land plan. Both will share the same 

architecture as the conceptual elevation submitted. One will simply be wider to accommodate the 3 
bedroom units.  

 

 https://andrewssc.sharepoint.com/:f:/s/AndrewsEngineeringSurveying/EjmZ9TvBOZlDoIzokyBJUcYBJzOnAFqf7iGu
V92kIaTrTg?e=8dNtve  
 
 
Thanks, 
  
Ryan Lyle, P.E. 
  

 
2712 Bull Street, Suite A 
Beaufort, SC 29902 
(843) 379.2222 x226 office 
(843) 562.7005 cell 
ryan@andrews-sc.com 
www.andrews-sc.com 
 

From: Aaron Case <acase@ldicommercial.com>  
Sent: Monday, September 27, 2021 2:54 PM 
To: Ryan Lyle <ryan@andrews‐sc.com>; Steve Andrews <steve@andrews‐sc.com> 
Cc: Josh Tiller <josh@jktiller.com>; Ken Braswell <kenbraswell@planworx.com>; Bryant Ligon 
<BLigon@logandevelopers.com> 
Subject: RE: Watercrest Multi‐Family Development ‐ DRB Completeness Review 
 
We have 2 building types on the land plan. Both will share the same architecture as the conceptual we shared. One will 
simply be wider to accommodate the 3 bedroom units.  
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 Design Review Board Meeting 
 Staff Report  
From the Department of Community and Economic Development 
14 October 2021 

1 SUMMARY OF REQUEST 
211 Broad River Boulevard, Watercrest Multi-Family Development, PIN R120 028 000 0137, containing 
504 multi-family units within 21 apartment building, 20 garage buildings, a clubhouse, and maintenance 
building within 37.7 acres.  
 
Applicant: Ryan Lyle, PE 
 
The applicant is requesting conceptual approval of new construction of a multi-family development.  
 
Background: This is the first application received for the proposed project.  

2 FACTS 
Property Address: 211 Broad River Boulevard 
Parcel ID: R120 028 000 0137  
Case Number: 21-15 DRB.1 
Applicant: Ryan Lyle, Andrews Engineering, Inc. 
Zoning: T5-UC/RMX 
Current Use: Vacant Lot 
Proposed Use: Multi-Family Dwellings 
 
District Development Standards for T5-UC/RMX:  
• T5 – UC Setback requirements:  

 Front-0’ min. – 15’ max. 
 Rear – 5’ min.  
 Side Corner/Alley – 0’ min – 15’ max.  
 Side Interior – 0’min. 

 
• RMX Setback requirements:  

 Front- 10’ min. – 60’ max. 
 Rear – 15’ min.  
 Side Corner/Alley – 10’ min. 
 Side Interior – 10’min. 

• Impervious Surface Coverage: 100% maximum  
 

References: 
The Beaufort Code 



3 STAFF COMMENTS  

Staff Acknowledgements:  

A. Staff acknowledges that the Beaufort Code is vague when it comes to designs of multi-family 
housing developments with multiple buildings. Staff has listed interpretations in Condition 1 
below of sections believed to be pertinent to this project type. 

B. Section 4.5.7.B.2 of the Beaufort Code notes that “In buildings with more than 6 residential 
units, all ground floor units facing a frontage line shall have individual entrances from that 
frontage line. Buildings with formal entry courtyards or lobbies are exempt from this 
requirement.” The proposed apartment buildings include “formal entry courtyards” and are 
therefore exempt from this requirement.  

Staff Conditions (Non-Discretionary): 

1. Section 2.5.1.A.1.c states that “Perimeter buildings shall be oriented so that the primary 
façade(s) faces a public street and has a usable entry on that street. Buildings that are interior to 
a lot that has buildings … may have entrances that do not face the Primary Frontage.”  

This project has been designed in accordance with Section 2.5.1.A.1.a of the Beaufort Code in 
that the buildings are located to “break up the site into a series of smaller blocks defined by 
streets and pedestrian walkways…” This project includes a 35’ buffer along Broad River 
Boulevard, so the Clubhouse will be the only building that is visible from Broad River Boulevard. 
Since this does not appear to be a gated community, Staff views the internal Streets as public 
Streets, which will need to be named. In the absence of naming conventions, the faces of 
buildings fronting streets with parallel parking must meet frontage requirements per Section 4.4 
and 4.5.7. In future submissions, Applicant to provide street names so that internal blocks may 
be fully understood and referenced.   

2. In future submissions, Applicant to show required setbacks per Section 2.4.1-2.4.2 on the 
proposed site plan. Setback lines appear to be shown, but the actual setbacks have not been 
labeled along the side and rear of the property, so there is no way for Staff to verify that the 
setbacks are shown correctly per T5-UC or RMX standards. It appears that the building locations 
are compliant with RMX standards, but Applicant to verify that this is correct. Although frontage 
requirements apply to individual blocks within the property as acknowledged above, Applicant 
to be aware that the overall setbacks for RMX or T5-UC still must be met at the perimeter of the 
property.  

3. In future submissions, Applicant to ensure and demonstrate compliance with Section 4.5.7.A of 
the Beaufort Code, which requires that the ground floor of apartment house buildings is 
elevated 18” above grade. Staff understands that ADA requirements must still be met for these 
buildings and does not believe that it is the intent of the code to require ADA ramps with railings 
in front of the building. Staff interpretation of this guideline for this project type is that the 18” 
elevation must be met at the front of the building, but grade at the rear of the building may be 
manipulated to accommodate ADA access.  

4. Section 4.5.1.B states that other building types that are not represented within Section 4.5 of 
the Beaufort Code may be permitted by the Design Review Body. The clubhouse, the pool house 



structure, mail kiosk structure, and the accessory garage building structures do not fit within 
one of the building types described by Section 4.5 of the Beaufort Code. Staff finds the frontage 
types of these structures, their relationship to grade, and their relationship to parking location 
to meet the intent of the Beaufort Code, but these structures and their design must be 
approved by the Design Review Board per this section.  

5. The proposed apartment buildings include a forecourt building frontage, but the provided 
dimensions do not demonstrate compliance with Section 4.4.B, which requires that a forecourt 
have a minimum depth of 12’ and a minimum width of 12’. See Staff Diagram for an illustration 
of Staff’s interpretation of how the requirements would apply to a building with a forecourt that 
involves a formal entry courtyard. Per Section 9.12.1.B, the administrator has the authority to 
authorize modification of up to 10% of any numerical standard set forth in Article 4. The 
administrator approves this 10% administrative adjustment to the dimensions set forth in 
Section 4.4.B, meaning that a 10.8’ deep and 10.8’ wide forecourt would be acceptable. 
Applicant to demonstrate compliance with these standards in future submissions and note that 
if the breezeway meets the minimum required width for a forecourt, a portion of the breezeway 
may be viewed as part of the required forecourt. 

6. In future submissions, Applicant to submit elevations of both Apartment Building sizes so that 
reviewers may understand how the design will change to create a larger building. 

7.  Section 5.5.1 of the Beaufort Code requires a 5’ minimum side and rear buffer for T5-UC 
properties abutting County Residential properties. The property abuts county residential 
properties on the northeast side. In future submissions, Applicant to demonstrate compliance 
with this section of the Code.  

8. In future submissions, Applicant to ensure and demonstrate compliance with Section 5.7.7 
regarding parking lot design, specifically the sections regarding parking stall dimensions, travel 
lane dimensions, parking space marking, pedestrian corridors, materials, and accessible parking. 

9. Section 4.6.3.C.1 of the Beaufort Code requires that “any commercial or mixed-use building 
elevation facing a street, waterway, or public space shall include a minimum of 40% of 
transparent fenestration (windows and doors) on the ground floor and 20% on upper floors. 
Apartment Houses shall conform to these requirements as much as possible, however, the 
minimum percentage of transparent fenestration on the ground floor may be adjusted at the 
Discretion of the Design Review Body. It shall not be reduced to lower than 30%.” In future 
applications, applicant to provide calculations of fenestration percentages for review. 

10. In future submissions, applicant to provide plans and elevations of the proposed maintenance 
storage and car care center. 

Staff Conditions (Discretionary):   

11. Staff preference is that the apartment buildings have either a metal standing seam roof or an 
asphalt roof within one roof level rather than a mixture of the two as currently drawn on the 
upper level. 

12. Staff has the following comments regarding fenestration on the clubhouse:  



a. On the front elevation, Sheet A2.04, Staff is not in support of the separated three 
windows on the left wing and recommends the windows be ganged together. 

b. On the left side elevation on Sheet A2.04, Staff is not support of the roof terminating 
directly over the head of the third window from the left because it appears that the roof 
is not visually supported. Staff recommends shifting the window directly below the roof 
termination as well as the two windows immediately to the right over towards the front 
of the building to have a symmetrical relationship to the gable above. 

c. On the rear elevation, Staff preference is that the six windows on the right side of the 
elevation be ganged together.  

STAFF RECOMMENDATION:  

Conceptual Approval with Conditions noted. 
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